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The California Environmental Quality Act (CEQA) requires public agencies to adopt a 
reporting or monitoring program for the changes to the project that have been adopted 
to mitigate or avoid significant effects on the environment (Public Resources Code 
Section 21081.6). The program must be adopted by the public agency at the time 
findings are made regarding the project. The State CEQA Guidelines allow public 
agencies to choose whether its program will monitor mitigation, report on mitigation, or 
both (14 CCR Section 15097(c)). This mitigation monitoring program contains the 
elements required by CEQA for the Channel 35 Studio Relocation Project. The lead 
agency under CEQA is the City of Los Angeles Department of Public Works, Bureau of 
Engineering (BOE).

Project Description

The proposed Channel 35 Studio Relocation Project (proposed project) includes the 
design and construction of a new digital television studio, within the Masonic Hall and 
Merced Theatre in the El Pueblo de Los Angeles Historic Park in the City of Los 
Angeles. In order to utilize the two-story Masonic Hall and three-story Merced Theatre 
for studio use, the proposed project would require extensive structural, mechanical, 
electrical and plumbing system retrofits. A ramp and elevator structure would also be 
installed to allow Americans with Disabilities Act access and equipment loading to all 
floors of the building. The proposed project would also structurally retrofit the three- 
story Pico House, located directly adjacent to the Merced Theatre on the northeast. 
Both the Masonic Hall and Merced Theatre have received a number of retrofits and 
rehabilitations over the years. As a result, much of the interior historic fabric has been 
removed and lost during past projects.

Currently, Channel 35 is occupying leased space in the neighborhood of Little Tokyo. 
The City's asset management policy is to reduce private lease agreements by either 
purchasing property or retrofitting existing City property to reduce expenditures. 
Therefore, approximately 18,000 square feet of existing building space in the Masonic 
Hall and Merced Theatre would be rehabilitated to accommodate the studio’s needs. 
The basement of both structures would be utilized as the hub for the television studio’s 
data center, and building infrastructure. A public lobby, live audience television studio, 
equipment checkout, and storage facilities would dominate the space on the first floor. 
The second floor would consist of two studios and control rooms. The third floor would 
contain open office space, conference rooms, a lunch room, and access to the roof 
deck. To allow Channel 35 to operate in the Masonic Hall and Merced Theatre, a series 
of extensive structural, mechanical, electrical, and plumbing system retrofits would be 
made to the existing structures. Additionally, the adjacent Pico House would be 
structurally retrofitted. The structural systems of the Masonic Hall, Merced Theatre, and 
Pico House are tied together and require a coordinated structural retrofit design to 
ensure the structures act as one during an earthquake.
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Interior Retrofits

Interior rehabilitation would involve the removal of non-original tenant improvements. 
Partitions, doors, ceilings, mechanical ducts, plumbing, unused electrical equipment, 
and finishes would be removed throughout the Masonic Hall and Merced Theatre for 
new tenant improvements. New tenant improvements would include new roofing and 
new plumbing, electrical, and mechanical distribution. In addition, on the third floor, 
non-original floor and framing would be removed for the installation of new stairs.

Historical fabric appears to exist on the interior of the Masonic Hall. However, after 
further investigation it was discovered that the interior plaster, molding, stairways, and 
restrooms were installed as part of a rehabilitation that occurred in the 1960s, and is not 
deemed as historic fabric.

The interior of the Merced Theatre has been stripped of its non-structural historic fabric. 
Therefore, the remaining fabrics of note are structural and include fluted columns on the 
first floor and stringers to the historical stairway. 
requirements for gravity floor loads and lateral diaphragm strength, the existing 
historical floor framing would be removed from the first and second floors and replaced 
with composite steel deck floor systems. Additionally, the historical stairway would be 
removed and reinstalled in accordance with current seismic design criteria. If possible, 
the Merced Theatre’s fluted columns and historical stairway would be restored.

To meet current structural

To allow for new door and hallway openings, portions of historic brick wall would be cut 
between the Masonic Hall and Merced Theatre.

Exterior Retrofits

The remaining exterior historical facades are located along Main Street and Sanchez 
Street. Although they have been altered throughout the years, the majority of the 
components, along the north and south facades, still exist as originally constructed. No 
improvements would be made to these exteriors.

The west fagade, along Arcadia Street, contains a roof deck, a detailed entablature on 
the Masonic Hall, and an exterior brick and concrete stairway on the Merced Theatre, all 
of which are not historical fabric. The original construction of the Masonic Hall and 
Merced Theatre left the structures landlocked on the east and west facades. In 1954, 
during construction of U.S. Route 101 (US 101), the structures adjacent to the Masonic 
Hall and Merced Theatre were demolished, exposing the west facades of both 
buildings. In the 1960s, the State of California invested in the structures to update the 
west fagades. It was at this time that the roof deck, detailed entablature, and stairway 
were added.

Exterior retrofits would be limited to the west, non-historical fagade. New openings 
would be made in the Masonic Hall to allow for new doors and staff access. To allow 
for the installation of an elevator at the rear of the Masonic Hall, the south end of the
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balcony would be removed and rebuilt in a straighter configuration. In addition, several 
non-original windows would be converted to door openings to provide access to the 
elevator walkway and the new roof deck above the Masonic Hall. Improvements would 
also be made to the existing parking lot to accommodate three Channel 35 vans, and to 
develop a pedestrian plaza.

Structural Retrofits

The structural systems of the Masonic Hall, Merced Theatre, and Pico House are tied 
together and require a coordinated structural retrofit to ensure the structures act as one 
during an earthquake. Structural retrofits would include the addition of shear walls and 
frames to reinforce the lateral system, a combination of mat and spread foundations, 
and composite slabs and beams to reinforce the gravity system. After construction of 
the structural components is complete, the Pico House would be up to date with the 
City’s current Building Code. It should be noted that the proposed structural retrofit will 
be based on reduced seismic forces as allowed by the Historical Building Code.

Lateral system retrofits to the Masonic Hall and Merced Theatre would involve the use 
of a reinforced concrete shear wall system. The system would be overlain against the 
existing unreinforced brick walls and would use dowels to secure the new reinforced 
concrete to the existing brick. Lateral system retrofits to the Masonic Hall and Merced 
Theatre would also involve a steel brace within the interior of the third floor. Within the 
Pico House, the lateral system retrofits would consist of a steel brace frame system. In 
addition, various frames, outriggers, chords and collectors, and walls, as well as truss 
and diaphragm strengthening would also be added to the Pico House, to transfer lateral 
loads to the resisting elements within the Merced Theater.

The foundation systems of the Merced Theatre and Masonic Hall would include a 
combination of mat and spread foundations. Mat foundations would be located at each 
shear wall and spread foundations would be located at each column. The foundation 
for the Pico House would include spread foundations and tension piles as needed at 
each brace frame and outrigger.

Gravity system retrofits to the Merced Theatre would involve a concrete slab system at 
the first and second floors. The slab system would be supported by girders and beams. 
In order to create an open studio space, columns would also be installed on the first and 
second floors.
requirements of the new roof deck to be added to the existing roof of the Masonic Hall. 
In addition, new joists would be added in between the existing wood joists on the third 
floor of the Merced Theatre and the first and second floors of the Masonic Hall. Slabs 
will be installed only where new foundations are installed.

Girders and beams would be included to support the loading

Unless otherwise stated, the project will be designed, constructed and operated 
following all applicable laws, regulations, ordinances and formally adopted City 
standards (e.g., Los Angeles Municipal Code and Bureau of Engineering Standard 
Plans including the uniform practices established by the Southern California Chapter of
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the American Public Works Association (e.g., Standard Specifications for Public Works 
Construction and the Work Area Traffic Control Handbook) as specifically adapted by 
the City of Los Angeles (e.g., The City of Los Angeles Department of Public Works 
Additions and Amendments to the Standard Specifications For Public Works 
Construction (AKA "The Brown Book,” formerly Standard Plan S-610)).

Mitigation Measures

The mitigation measures described in the following pages are taken from the Initial 
Study/Mitigated Negative Declaration for this project. 
according to the phases of the Project during which action must occur to implement the 
mitigation measure: design, construction and operation.

The measures are listed

Within each project phase, the following are identified for each mitigation measure:

(1) A brief description of the impact that is being mitigated (i.e., the objective of the 
mitigation),
A description of the mitigation measure,
The party who is responsible for the necessary implementing actions,
The necessary implementing action,
The party who is responsible for verifying that the necessary implementing action 
is taken, and
The primary record documenting the necessary implementing action.

(2)
(3)
(4)
(5)

(6)

The mechanisms for verifying that mitigation measures have been implemented include 
design drawings, construction documents intended for use by construction contractors 
and construction managers, field inspections, field reports, and other periodic or special 
reports. All records pertaining to this mitigation program will be maintained and made 
available for inspection by the public in accordance with the City’s records management 
systems.
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

BIOLOGICAL RESOURCES
Potential to impact 
native bird species 
should tree or 
vegetation removal 
occur during nesting 
season. Measure 
addresses potential 
impacts to biological 
resources.

BIO-1: Exterior building improvements shall occur 
outside of the nesting season (February 15 
through September 15). If avoidance of exterior 
construction work within this time period is not 
feasible, the following additional measures shall be 
employed:

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

A pre-construction nesting survey shall be 
conducted by a qualified biologist within 3 
days prior to the start of construction activities 
to determine whether active nests are present 
within or directly adjacent to the construction 
zone. All nests found shall be recorded.

If construction activities must occur within 300 
feet of an active nest of any passerine bird or 
within 500 feet of an active nest of any raptor, 
a qualified biologist shall monitor the nest on 
a weekly basis and the construction activity 
shall be postponed until the biologist 
determines that the nest is no longer active.

If the recommended nest avoidance zone is not 
feasible, the qualified biologist shall determine 
whether an exception is possible and obtain 
concurrence from the appropriate resource agency 
before construction work can resume within the 
avoidance buffer zone. All work shall cease within 
the avoidance buffer zone until either agency 
concurrence is obtained or the biologist 
determines that the adults and young are no 
longer reliant on the nest site.

1.

2.
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

HAZARDS AND HAZARDOUS MATERIALS
Potential to release 
asbestos containing 
materials, lead-based 
paints, and other 
hazardous materials 
into the environment. 
Measure addresses 
potential impacts to 
the release of 
hazardous materials.

HAZ-1: Prior to renovation, a State-certified 
asbestos abatement contractor shall perform 
removal of asbestos containing materials (ACM) 
within the Merced Theatre and Pico House. A 
third party shall provide renovation oversight to 
ensure that the contractor complies with the 
specifications, proper protective equipment is 
used, and proper disposal procedures are 
followed.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

The following precautions shall be taken prior to 
any renovation activities involving less than 100 
square feet of ACM:

• ACM shall not be cut, sanded, or drilled;

• Prior to the initiation of renovation activities 
that would disturb ACM, the area shall be 
thoroughly wetted to prevent possible release 
into the air;

• Dust shall be removed with a high-efficiency 
particulate air vacuum and/or wet wipe with 
disposable towels;

• Compliance with State and local regulations 
for proper disposal of ACM.

HAZ-2: Any flaking or peeling lead-based paints 
(LBP) shall be removed by a licensed lead 
abatement contractor and disposed of following 
federal, State, and local regulations. LBP may be 
disposed as construction debris as long as it 
remains on the substrate and representative 
samples of the substrate with paint attached is 
tested and is found to have lead concentrations 
below the level that would require it to be classified

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

Channel 35 Studio Relocation Project Page 6 of 18 April 2016



MITIGATION MONITORING PROGRAM
PUBLIC WORKS - BUREAU OF ENGINEERING

DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of 
ImplementationImpact Mitigation Measure

as a hazardous waste. Further, the renovation 
contractor shall not recycle wood painted with 
LBP, but shall dispose of it in accordance with 
federal, State, and local regulations. Additionally, 
the renovation contractor should implement 
precautions to comply with OSHA 29 CFR 
1926.62, Lead in Construction.

The following precautions shall be taken prior to 
any renovation activities that would disturb LBP:

• Materials containing LBP shall not be cut, 
sanded, or drilled without taking proper 
precautions to prevent exposures to workers 
and/or the environment;

• Prior to the initiation of renovation activities 
that would disturb LBP, the area shall be 
thoroughly wetted to prevent possible release 
into the air;

• Dust shall be removed with a high-efficiency 
particulate air vacuum and/or wet wipe with 
disposable towels;

• Compliance with State and local regulations 
for proper disposal of LBP.

HAZ-3: Other hazardous materials, such as 
fluorescent light bulbs and associated ballasts 
shall be removed, handled, and packaged by 
personnel with appropriate training. These 
materials shall be disposed of in accordance with 
federal, State, and local regulations for proper 
disposal.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

NOISE
Potential to impact 
areas immediately 
adjacent to each of 
the construction sites. 
Measures address 
potential short-term 
construction impacts 
to noise sensitive 
receptors.

NOI-4: A temporary noise barrier shall be erected 
between the project site and the Los Angeles 
Plaza Park. The barriers shall be constructed of 
acoustic material, be at least six feet tall, and block 
the line-of-sight from equipment engines to the 
receptors.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-5: Construction activity shall use rubber-tired 
equipment rather than track equipment.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-6: Stockpiling of materials and vehicle 
staging areas shall be located away from noise- 
sensitive receivers.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-7: A public liaison shall be established to 
address public concerns about construction 
activities.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-8: Construction supervisors shall be informed 
of project-specific noise requirements.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-9: Prior to construction work, the public shall 
be notified of the anticipated construction 
schedule.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-10: Construction supervisors shall coordinate 
with the site administrator for institutional land 
uses, including the Chinese American Museum,
LA Plaza de Cultura y Artes, and Our Lady Queen 
of Angels Church. Coordination between the site 
administrators and the City shall continue on an 
as-needed basis while construction is occurring 
adjacent to these land uses to minimize potential 
disruption to the land uses.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

NOI-11: Prior to commencement of construction 
activity, a qualified structural engineer licensed in 
California shall survey the existing foundation and 
other structural aspects of the Masonic Hall, 
Merced Theatre, the Pico House, the Chinese 
American Museum, and the Old Plaza Fire House. 
The survey shall provide a shoring design to 
protect the identified land uses from potential 
damage. The qualified structural engineer shall 
submit a pre-construction survey letter establishing 
baseline conditions at the historic buildings.
These baseline conditions shall be forwarded to 
the lead agency and to the mitigation monitor prior 
to issuance of any foundation only or building 
permit. At the conclusion of vibration causing 
activities, the qualified structural engineer shall 
issue a follow-on letter describing damage, if any, 
to the historic buildings. The letter shall include 
recommendations for any repair, as may be 
necessary, in conformance with the Secretary of 
the Interior Standards. Repairs to historic 
buildings shall be undertaken and completed in 
conformance with all applicable codes including 
the California Historical Building Code (Part 8 of 
Title 24) prior to issuance of any temporary or 
permanent certificate of occupancy for the new 
building.

Potential to impact 
areas immediately 
adjacent to each of 
the construction sites. 
Measures address 
potential short-term 
vibration construction 
impacts.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

NOI-12: The construction contractor shall 
coordinate with the site administrators for the 
Chinese American and Old Plaza Fire House 
Museums to discuss construction activities that 
generate high vibration levels and notify site 
administrators when periods of peak vibration 
producing construction activities are likely to occur. 
Coordination between the site administrator and

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

contractor shall continue on an as-needed basis 
throughout the construction process. When 
vibration generated by construction activity 
interferes with activities at the Chinese American 
and Old Plaza Fire House Museums according to 
the site administrator, construction activity shall be 
stopped and a less intense construction method 
shall be employed by the contractor (e.g., smaller 
equipment).
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

BIOLOGICAL RESOURCES
Potential to impact 
native bird species 
should tree or 
vegetation removal 
occur during nesting 
season. Measure 
addresses potential 
impacts to biological 
resources.

BIO-1: Exterior building improvements shall occur 
outside of the nesting season (February 15 
through September 15). If avoidance of exterior 
construction work within this time period is not 
feasible, the following additional measures shall be 
employed:

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
Environmental 
Management 
Group [EMG] 

approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 
to the BOE EMG

A pre-construction nesting survey shall be 
conducted by a qualified biologist within 3 
days prior to the start of construction activities 
to determine whether active nests are present 
within or directly adjacent to the construction 
zone. All nests found shall be recorded.

If construction activities must occur within 300 
feet of an active nest of any passerine bird or 
within 500 feet of an active nest of any raptor, 
a qualified biologist shall monitor the nest on 
a weekly basis and the construction activity 
shall be postponed until the biologist 
determines that the nest is no longer active.

If the recommended nest avoidance zone is not 
feasible, the qualified biologist shall determine 
whether an exception is possible and obtain 
concurrence from the appropriate resource agency 
before construction work can resume within the 
avoidance buffer zone. All work shall cease within 
the avoidance buffer zone until either agency 
concurrence is obtained or the biologist 
determines that the adults and young are no 
longer reliant on the nest site.

3.

4.
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

CULTURAL RESOURCES
Potential to impact 
unknown 
archeological 
resources. Measure 
addresses potential 
impacts to 
archeological 
resources on site.

CULT-1: A qualified cultural resources specialist 
shall monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine 
archaeological finds and evaluate and determine 
appropriate treatment for the resource in 
accordance with California PRC Section 
21083.2(i) and Section 106 of the NHPA. In 
addition, a qualified Native American monitor shall 
monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine potential 
Native American cultural materials. In the event 
Native American cultural material is encountered 
within the project site, further consultation with 
interested Native American parties should be 
conducted to apprise them of any such findings 
and solicit any comments they may have 
regarding appropriate treatment and disposition of 
the resources.

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
EMG approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 

to the BOE 
EMG, South 

Central Coastal 
Information 

Center (SCCIC), 
and, if

applicable, a 
BOE-approved 

repository/ 
museum.

CULT-2: In accordance with Section 7050.5 of 
the California Health and Safety Code, if human 
remains are found during construction activities, 
the Los Angeles County Coroner shall be notified 
within 24 hours of the discovery. No further 
excavation or disturbance of the site or any nearby 
area reasonably suspected to overlie adjacent 
remains shall occur until the County Coroner has 
determined, within two working days of notification 
of the discovery, the appropriate treatment and 
disposition of the human remains. If the County

Potential to impact 
unknown presence of 
human remains. 
Measure addresses 
potential impacts to 
human remains.

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
EMG approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 
to the BOE EMG 

and the 
South Central 

Coastal 
Information 

Center (SCCIC)

Channel 35 Studio Relocation Project Page 12 of 18 April 2016



MITIGATION MONITORING PROGRAM
PUBLIC WORKS - BUREAU OF ENGINEERING

CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

Coroner determines that the remains are or 
believed to be Native American, s/he shall notify 
the Native American Heritage Commission 
(NAHC) in Sacramento within 24 hours. In 
accordance with Section 5097.98 of the California 
Public Resources Code, the NAHC must 
immediately notify those persons it believes to be 
the most likely descended from the deceased 
Native American. The descendants shall 
complete their inspection within 48 hours of being 
granted access to the site. The designated Native 
American representative would then determine, in 
consultation with the property owner, the 
disposition of the human remains. Work may be 
resumed at the landowner’s discretion, but will 
only commence after consultation and treatment 
have been concluded. Work may continue on 
other parts of the project while consultation and 
treatment are conducted.

HAZARDS AND HAZARDOUS MATERIALS
HAZ-1: Prior to renovation, a State-certified 
asbestos abatement contractor shall perform 
removal of asbestos containing materials (ACM) 
within the Merced Theatre and Pico House. A 
third party shall provide renovation oversight to 
ensure that the contractor complies with the 
specifications, proper protective equipment is 
used, and proper disposal procedures are 
followed.

Potential to release 
asbestos containing 
materials, lead-based 
paints, and other 
hazardous materials 
into the environment. 
Measure addresses 
potential impacts to 
the release of 
hazardous materials.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

The following precautions shall be taken prior to 
any renovation activities involving less than 100 
square feet of ACM:

• ACM shall not be cut, sanded, or drilled;
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

Prior to the initiation of renovation activities 
that would disturb ACM, the area shall be 
thoroughly wetted to prevent possible release 
into the air;

Dust shall be removed with a high-efficiency 
particulate air vacuum and/or wet wipe with 
disposable towels;

Compliance with State and local regulations 
for proper disposal of ACM.

HAZ-2: Any flaking or peeling lead-based paints 
(LBP) shall be removed by a licensed lead 
abatement contractor and disposed of following 
federal, State, and local regulations. LBP may be 
disposed as construction debris as long as it 
remains on the substrate and representative 
samples of the substrate with paint attached is 
tested and is found to have lead concentrations 
below the level that would require it to be classified 
as a hazardous waste. Further, the renovation 
contractor shall not recycle wood painted with 
LBP, but shall dispose of it in accordance with 
federal, State, and local regulations. Additionally, 
the renovation contractor should implement 
precautions to comply with OSHA 29 CFR 
1926.62, Lead in Construction.

The following precautions shall be taken prior to 
any renovation activities that would disturb LBP:

• Materials containing LBP shall not be cut, 
sanded, or drilled without taking proper 
precautions to prevent exposures to workers 
and/or the environment;

• Prior to the initiation of renovation activities

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

that would disturb LBP, the area shall be 
thoroughly wetted to prevent possible release 
into the air;

• Dust shall be removed with a high-efficiency 
particulate air vacuum and/or wet wipe with 
disposable towels;

• Compliance with State and local regulations 
for proper disposal of LBP.

HAZ-3: Other hazardous materials, such as 
fluorescent light bulbs and associated ballasts 
shall be removed, handled, and packaged by 
personnel with appropriate training. These 
materials shall be disposed of in accordance with 
federal, State, and local regulations for proper 
disposal.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOISE
NOI-1: Construction activity shall comply with the 
City’s Noise Ordinance No. 144,331 and 161,574, 
and any subsequent ordinances, which prohibit 
the emission or creation of noise beyond certain 
levels at adjacent uses unless technically 
infeasible.

Potential to impact 
areas immediately 
adjacent to each of 
the construction sites. 
Measures address 
potential short-term 
construction impacts 
to noise sensitive 
receptors.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-2: Construction activity shall be restricted to 
the hours of 7:00 a.m. and 6:00 p.m. Monday 
through Friday, and 8:00 a.m. to 6:00 p.m. on 
Saturday.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-3: Construction equipment shall be properly 
maintained and equipped with mufflers and other 
suitable noise attenuation devices.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-4: A temporary noise barrier shall be erected Construction Construction Bureau of Bureau of
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between the project site and the Los Angeles 
Plaza Park. The barriers shall be constructed of 
acoustic material, be at least six feet tall, and block 
the line-of-sight from equipment engines to the 
receptors.

Contractor Contract Contract
Administration

Contract
Administration

Records

NOI-5: Construction activity shall use rubber-tired 
equipment rather than track equipment.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-6: Stockpiling of materials and vehicle 
staging areas shall be located away from noise- 
sensitive receivers.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-7: A public liaison shall be established to 
address public concerns about construction 
activities.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-8: Construction supervisors shall be informed 
of project-specific noise requirements.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-9: Prior to construction work, the public shall 
be notified of the anticipated construction 
schedule.

Project Manager Public Outreach Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-10: Construction supervisors shall coordinate 
with the site administrator for institutional land 
uses, including the Chinese American Museum,
LA Plaza de Cultura y Artes, and Our Lady Queen 
of Angels Church. Coordination between the site 
administrators and the City shall continue on an 
as-needed basis while construction is occurring 
adjacent to these land uses to minimize potential 
disruption to the land uses.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records
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NOI-11: Prior to commencement of construction 
activity, a qualified structural engineer licensed in 
California shall survey the existing foundation and 
other structural aspects of the Masonic Hall, 
Merced Theatre, the Pico House, the Chinese 
American Museum, and the Old Plaza Fire House. 
The survey shall provide a shoring design to 
protect the identified land uses from potential 
damage. The qualified structural engineer shall 
submit a pre-construction survey letter establishing 
baseline conditions at the historic buildings.
These baseline conditions shall be forwarded to 
the lead agency and to the mitigation monitor prior 
to issuance of any foundation only or building 
permit. At the conclusion of vibration causing 
activities, the qualified structural engineer shall 
issue a follow-on letter describing damage, if any, 
to the historic buildings. The letter shall include 
recommendations for any repair, as may be 
necessary, in conformance with the Secretary of 
the Interior Standards. Repairs to historic 
buildings shall be undertaken and completed in 
conformance with all applicable codes including 
the California Historical Building Code (Part 8 of 
Title 24) prior to issuance of any temporary or 
permanent certificate of occupancy for the new 
building.

Potential to impact 
areas immediately 
adjacent to each of 
the construction sites. 
Measures address 
potential short-term 
vibration construction 
impacts.

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-12: The construction contractor shall 
coordinate with the site administrators for the 
Chinese American and Old Plaza Fire House 
Museums to discuss construction activities that 
generate high vibration levels and notify site 
administrators when periods of peak vibration 
producing construction activities are likely to occur. 
Coordination between the site administrator and

Construction
Contractor

Construction
Contract

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records
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contractor shall continue on an as-needed basis 
throughout the construction process. When 
vibration generated by construction activity 
interferes with activities at the Chinese American 
and Old Plaza Fire House Museums according to 
the site administrator, construction activity shall be 
stopped and a less intense construction method 
shall be employed by the contractor (e.g., smaller 
equipment).
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