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Dear Honorable Council Members:

Our law firm represents the owner of 10830 West Chalon in Bel Air (the "Property"). For 
more than four years, this Property Owner has diligently followed all City regulations to develop 
a by-right single-family home while his neighbor at 800 Tarcuto Way ("Neighbor") has tried to 
use every process to block the lawful development and keep the Property vacant for his own 
benefit and use. Now, three months into demolition and construction, this Neighbor brazenly 
attempts to use his political connections to keep the Property Owner from building his home. We 
hope the City Council will not agree to be used in such a manner and will allow the independent 
and impartial experts at the Los Angeles Department of Building and Safety ("LADBS") to make 
the necessary technical decisions that fall under its purview to approve this by-right single family 
home. We respectfully request the City Council reject the Section 245 action to assert jurisdiction 
over this item that has been exhaustively analyzed and properly approved by LADBS.

Project History

In 2014, the Property Owner submitted plans for a single-family home that involved 
significant grading which required a haul route. After numerous revisions that reduced the size of 
the house and the amount of grading, the Property Owner ultimately withdrew the application 
and started over.

In 2017, the Property Owner filed plans for a by-right, single-family residence that 
required far less grading than the original proposal, and well below the 1,000 cubic yard 
threshold to require a haul route. Therefore, no administrative approval, entitlement, or 
environmental review was needed. Despite the plans meeting all of the City's codes and 
regulations, the Neighbor still objected.1 The Property Owner attempted to reach an agreement

1 In a twist of irony, it should be noted that in 2007 this same Neighbor pulled building permits for a remodel of his 
existing house and then submitted plans falsely showing the addition to the existing single family home as roughly 
seventeen (17) feet from the property line, when in reality, this addition is located less than two (2) feet away from
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with the Neighbor to address his concerns, but the Property Owner's proposed accommodations 
were summarily rebuffed.

In the meantime, the City issued ail permits for the demolition of the existing house and 
grading/building permits for the construction of the new house. In conjunction with all 
necessary, lawful permits, the Property Owner has completely demolished the old structure; 
removed all trees, vegetation and demolition materials from the site; has begun significant 
grading and already poured concrete for the new structure's footings - effectively beginning 
construction.

Neighbor's Appeals to the City Have Been Denied

After the permits were issued by LADBS on August 11, 2017, the Neighbor immediately 
filed both an administrative appeal and a lawsuit, before the administrative process had really 
even begun. Here are the key arguments made by the Neighbor over the past few months and 
the actions taken by both LADBS and the Property Owner to address all claims - whether they 
had any merit or not:

• Neighbor claims that the shrinkage factor of the soil was too high without any
documentation from a licensed soils engineer. LADBS Plan Check Supervisors reviewed 
these plans multiple times and looked at the calculations submitted by the licensed soils 
engineer. LADBS determined that the shrinkage factor was correct. However, LADBS did 
change the bulking factor of the bedrock from five percent to fifteen percent (since the 
bedrock was not being re-compacted, only removed) which changed the total amount of 
export to 940 cubic yards. All soils values and quantities remained the same. All soils 
approval documentation is attached as Exhibit A.

• Neighbor claims all brush and trees should be included in total grading calculation even 
though trees are not included in hauling calculations, and Neighbor fails to cite any law or 
regulation to back up claim. Instead, Neighbor files an opinion paper written by an 
unlicensed individual speculating that the trees and vines growing on the ground could 
constitute as much as an additional 450 cubic yards of volume, should the 
trees/vegetation actually be chipped or ground. Property Owner hauls all trees out on a 
few flat beds and LADBS revises the amount of cubic yards of grading to include 30 cubic 
yards of brush - total amount of grading is calculated by the engineers to be 970 cubic 
yards, still under the threshold which would trigger a haul route. It's important to note

the property line. In fact, the Neighbor built a retaining wall partially located on the Property Owner's property, 
resulting in an unauthorized encroachment. These documents are attached as Exhibit B.
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that any homeowner in the City of Los Angeles has the right to remove unprotected trees 
from their property at any time and TREES ARE SPECIFICALLY NOT INCLUDED IN THE 
CITY'S HAUL ROUTE CALCULATIONS.

Neighbor claims no CEQA review was done and therefore there is a violation. Public 
Resources Code Section 21080 - CEQA does not apply to ministerial permits.

Neighbor claims survey and slope band analysis are not correct without any expert 
opinion or documentation submitted. In addition to providing a survey from a licensed 
surveyor, the Property Owner further paid for his licensed surveyor to conduct a Record 
Survey which has been filed with the County.

On February 13, 2018, after significant review, the Board of Building and Safety 
Commissioners ("LADBS Board") denied the baseless appeal filed by the Neighbor. The Neighbor 
[appellant) failed to cite any evidence or offer any expert certified documentation to show the 
calculations used to determine the allowable grading and the export of earth material were done
incorrectly, or improperly approved by LADBS.

City Council should defer to the licensed experts at LADBS and the Board and reject the Section 
245 action

Rather than appeal the LADBS Board decision to the City Council to determine whether 
there was any error or abuse, the Neighbor now makes good on his threat to play a political card 
to get the City Council to take jurisdiction of the matter under Section 245 and overturn the 
careful, thoughtful decisions of its licensed experts at LADBS.

The City Council should not assert jurisdiction over an item that has already been fully 
vetted by the City's own engineering experts simply because one Bel Air homeowner likes to 
flout political contacts. The claims in the appeal are not supported by local or state law, and the 
Neighbor failed to provide any documented evidence whatsoever to support the allegations. 
LADBS and the Board correctly rejected the Neighbor's baseless claims and properly denied this 
appeal. The City Council should follow suit and defer to the professional and careful work of the 
agency charged with handling these types of technical building issues for by-right projects.

We appreciate your consideration and urge you to reject the Section 245 action
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GEOLOGY AND SOILS REPORT APPROVAL LETTER

November 7,2017
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SOILS/GEOLOGY FILE - 2 
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HHP Investments, L.P. 
P.O. Box 762 
Beverly Hills, CA 90213

TRACT:
BLOCK:
LOT(S):
LOCATION:

9745
1
3 (Arb 1)
10830 W. Chalon Road

CURRENT REFERENCE REPORT 
REPORT/LETTBR/Sl 
Geology/Soils Report

DATE(S) OF 
DOCUMENTNo. PREPARED BY
10/18/2017 Irvine GeotechnicalIC 13023-1

DATE(S) OF 
DOCUMENT 
04/24/2017 
03/23/2017 
03/22/2017 
10/20/2016 
09/20/2016 
09/02/2016 
06/20/2016 
08/09/2013 
06/24/2013 
05/21/2013 
04/05/2013 
04/03/2013 
01/03/2007 
10/21/2006 
08/09/2006 

W.0.200562 04/26/2006

REPORTPREVIOUS REFERENCE 
REPORT/LETTERt SI 
Dept. Approval Letter 
Geology/Soils Report 
Laboratory Test Report 
Dept. Approval Letter 
GeoJogy/Soils Report 
Dept. Correction Repori 
Geology/Soils Report 
Dept. Approval Letter 
Geology/Soils Report 
Dept. Correction Letter 
Geology/Soils Report 
Laboratory Test Report 
Dept. Correction Letter 
Geology/Soil Report 
Dept. Correction letter 
Geology/Soil Report

No. PREPARED BY
97531 
IC 13023-1 
SL13.14U 
94359-01 
IC 13023-1 
94359 
IC 13023-1 
80323-01 
IC 13023-1 
80323 
IC 13023-1 
SL13.1411 
54322-01 
DAC 200562 
54322

LADBS
Irvine Geotechnical 
Soil Labworks, LLC 
LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
Soil Labworks 
LADBS
Novus GeoConsuJtants 
LADBS
Drew Associates Corp.

The Grading Division of the Department of Building and Safety has reviewed the referenced report 
dated October 18, 2017, that provides recommendations for the proposed shrinking and bulking 
factors for the proposed grading.

AN EQUAL EMPLOYMENT OPPORTUNITY-AFFIRMATIVE ACTION EMPLOYERLADBS G-5 (Rev. 11/23/2016)



Previously, the Grading Division of the Department of Building and Safety had reviewed and 
approved (Log #97531, dated April 24, 2017) the referenced report dated March 23, 2017, that 
provides recommendations for the proposed shrinking and bulking factors for the proposed 
grading.

The earth materials at the subsurface exploration locations consist of up to 4 feet of uncertified fill 
underlain by alluvium and colluvium up to. 4 feet thick underlain by Modelo Formation sandstone, 
siltstone, and shale bedrock

The site is located in a designated seismicall) induced landslide hazard zone as shown on the 
Seismic Hazard Zones map issued by the State of California. The above reports include an 
acceptable seismic slope stability analysis and the requirements of the 2014 City of Los Angeles 
Building Code have been satisfied.

The site is located in. a designated liquefaction hazard zone as shown on the Seismic Hazard Zones 
map issued by the State of California. The liquefaction study included as a part of the above 
referenced reports demonstrates that the site does not possess as liquefaction potential. This 
satisfies the requirement of the 2014 Los Angeles City Building Code Section 1802.2.7.

The referenced report dated October 18,2017, is acceptable, provided the following conditions are 
complied with during site development:

(Note: Numbers in parenthesis ( ) refer to applicable sections of the 2017 City of LA Building 
Code. P/BC numbers refer the applicable Information Bulletin. Information Bulletins can be 
accessed on the internet at LADBS.ORG.)

All conditions of the previous Department Approval Letter, Log # 97531, dated April 24, 
2017, remains in effect unless specifically revised herein.

The consultants note that a bulking factor of 15 percent may be assumed for bedrock that 
is excavated and dumped loosely into a truck.
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1.

2.

JEFFREY T.4TLS0N 
Engineering Geologist I

DAN L. STOiCA 
Geotechnical Engineer I

Log No. 100675 
213-482-0480

Manuelian Architects, Applicant 
Irvine Geotechnical, Project Consultant 
WL District Office

cc:
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GEOTECHNICAL Inc
HHP Investments LP 
P.O. Box 762 
Beverly Hills, CA 90213

Subject

Supplemental Geologic and Soils Engineering Exploration Report
Shrinking and Bulking Factors for Proposed Grading
Proposed Residence & Pool
Lot 3, Block 1, Arb.l, Tract 9745
10830 Chalon Road
Bel Air, California

References: Reports by Irvine Geotechnical, Inc.:

Geologic and Soils Engineering Exploration Report, Proposed Residence, Lot 3, Block 
1, Arb. 1, Tract 9745,10830 Chalon Road, Bel Air, California, dated April 5, 2013, 
Addendum Geologic and Soils Engineering Exploration Report, Proposed Residence, 
Lot 3, Block 1, Arb, 1, Tract 9745, 1G830 Chalon Road, Los Angies, California, 
dated June 24, 2013;
Supplemental Geoiogic and Soils Engineering Exploration Report, Proposed 
Residence and Pool, Lot 3, Block 1, Arb. 1, Tract 9745, 10830 Chalon Road, Los 
Angles, California, dated June 24, 2013,
Geologic and Soils Engineering Exploration Update, Proposed Residence and Pool, 
Lot 3, Block 1, Arb, 1, Tract 9745, 1083G Chalon Road, Bel Air, California, dated 
June 20, 2016;
Addendum Geologic and Soils Engineering Exploration Update Report, Proposed 
Residence and Pool, Proposed Residence & Pool, Lot 3, Block 1, Arb.l, Tract 9745, 
10830 Chalon Road, Bel Air, California, dated September 20, 2016; and 
Supplemental Geologic and Soils Engineering Exploration Renoit, Shrinkage and 
Bulking Factors for Proposed Grading, Proposed Residence & Poof Lot 3, Block 1, 
Arb.l, Tract 9745,10830 Chalon Road, Bel Air, California, dated March 23, 2017.
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City of Los Angeles Department of Building and Safety, Grading Division:

Geology and Soils Report Approval Letter, Log # 80233-01, dated August 9, 2013 
Geology and Soils Report Approval Letter, Log #94359-01, dated October 20, 2016 
Geology and Soils Report Approval Letter, Log #97531, dated April 24, 2017

Dear Gentle Persons:

Irvine Geotechnical has prepared this supplemental report to provide additional geotechnical 
recommendations to the Grading Division regarding the expected shrinking and bulking of 
eaith materials upon gracing. Apparently, the Plan Check Engineer reviewing the Grading 
Plans is requesting the Grading Division to review and approve the estimates for shrinking 
ana bulking associated with site grading.

Bulk samp’es of the near surface fill, soil, and alluvium were obtained from the site and 
delivered to the soils engineering laboratory of Soil Labworks, LLC for testing and analysis. 
Appendix I contains a discussion of the laboratory testing procedures and results.

As mentioned in the referenced report, the maximum dry density of a mixture of the fill, soil 
and alluvium is 116.5 pcf. From the laboratory testing data contained in our June 20, 2016 
report, the average in-situ dry density of the fill is 89.4 pcf. The average dry density of the 
soil and alluvium is 87,5 pcf. The average in-situ dry density of all of the surficial materials 
is 88.2 pcf.

Based on the experience of the undersigned geotechnical engineer, the typical range of 
relative compaction for compacted soils is 90 to 96 percent, with an average of about 92 
percent. Thus, the expected average dry density of the recompactec surficial deposits is 
107.2 pcf. For this site, the expected shrinkage of the fill, soil, and alluvium recompacted 
to 92 percent of the maximum dry density is 21.5 percent. If all of the soils were 
compacted to no more than 90 percent (104.8 pcf), the shrinkage of the surficial materials 
would be 18.8 percent. For this project, it is recommended that the civil engineer assume 
a shrinkage factor of 19.25 percent for volume of fill, soil ana alluvium to be recompacted. 
Based on the laboratory testing, the fill, soil and alluvium are not considered subject to 
swelling/expansion upon excavation.

Tne bedrock is expected to bulk upon excavation and recompaction. Fortnis project, it is 
recommended that the civil engineer assume a bulking factor of 5 percent for volume of 
bedrock that is tc be recompacted. A bulking factor of 15 percent may be assumed for 
bedrock that is excavated and dumped loosely into a truck.
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Irvine Geotechnical appreciates the opportunity to provide our service on this project. Any 
questions concerning the data or interpretation of this or the referenced report should be 
directed to the undersigned.
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\ ENGINEERING 
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espectful i submitted,
tine Geot jchnical, Inc.
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Exp. 6-30-18 /*]
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Enc. Appendix I - Laboratory Testing by Soil Labworks 
Moisture-Density Relationship (Plate A)

Geology and Soils Report Approval Letter, Log #97531, aatea April 24, 2017

(1) Addressee
Architect

xc:
(3)

145 N. Sierra Mad re Blvd, Suite #1 • Pasadena • California > 91197 i Phone: 626-844-6641/Fax: 626-604-0394



LABWORKS uc
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March 22, 2017

Irvine Geotechnical
145 N. Sierra Madre Boulevard
Suite 1
Pasadena, California 91107

Laboratory TestingSubject:

Site: 10830 Chalon
los Angeles, California

Job No.: IRVINE / HHP INVESTMENTS

Laboratory Testing, Soil Labworks, LLC., April 3, 2014Reference:

Laboratory testing for fhe subject property was performed by Soil Labworks, LLC., under the 

supervision of the undersigned Engineer. Samples of the earth materials were obtained from 

the subject property by personnel of Irvine Geotechnical and transported to the laboratory 

of Soil Labworks for testing and analysis. The laboratory tests performed are described and 

results are attached.

Services performed by this facility for the subject property were conducted in a manner 

consistent with that level of care and skill ordinarily exercised by members of the profession 

currently practicing in the same locality under similar conditions.

Respectfully Submitted:

SOIL LABW1 RKS, LLC

69/v mj o GE 2891 
Exp. 6-30-18 J*

WSsasSsF

rnui

JOy. A. RVjNE 
&rt. 2891

Enc: Appendix

2500 Townsgate Road, Suite E, Westlake Village, California 91361 
(805)370-1338 FAX (805) 371-4693



SL13.1411 
March 22, 2017

i 1LABW0RKS IU.

APPENDIX

Laboratory Testing

Sample Retrieval - Hand Labor

Bulk samples of the near surface earth materials were obtained by with hand equipment. 
The earth maierials were placed into plastic bags for transportation to the laboratory.

Compaction Character

Compaction tests were performed on bulk samples of the earth materials in accordance 
with ASTM D1557-12. The results of the tests are provided on the table below and on the 
“Moisture-Density Relationship", A-Plate. The specific gravity of the fill/soil/alluvium mixture 
was estimated from the compaction curves.

Sample
Depth
(Feet)

Maximum 
Dry Density 

. (pcf)___

Optimum 
Moisture Content 

(Percent)

Test
Pit/Boring

Soil TypeNo.
FTI/Soil/Allu^um 116.5 15.0TP2 1-3

2500 Townsgate Road. Suite E, Westlake Village, California 91361 
(805)370-1338 FAX (805) 371-4693
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GEOLOGY AND SOILS REPORT APPROVAL LETTER

April 24, 2017
LOG #97531
SOILS/GEOLOGY FILE - 2 
LIQ/LAN

HHP Investments, L.P. 
P.O. Box 762 
Beverly Hills, CA 90213

9745TRACT:
BLOCK:
LOT(S):
LOCATION:

1
3 (Arb I)
10830 W. Chalon Road

DATE(S) OF
document

CURRENT REFERENCE 
REPQRT/LETTERfS')

REPORT
PREPARED BYNo.

03/23/2017
03/22/2017

Irvine Geotechnical 
Soil Labworks, LLC

Geology/Soils Report 
Laboratory Test Report

IC 13023-1 
SL13.1411

REPORTPREVIOUS REFERENCE 
RHPORT/LETTERfS)

DaTE(S) OF 
DOCUMENTNo. PREPARED BY
10/20/2016
09/20/2016
09/02/2016
06/20/2016
08/09/2013
06/24/2013
05/21/2013
04/05/2013
04/03/2013
01/03/2007
10/21/2006
08/09/2006
04/26/2006

Dept. Approval Letter 
Geology/Soils Report 
Dept. Correction Report 
Geology/Soils Report 
Dept. Approval Letter 
Geology/Soils Report 
Dept. Correction Letter 
Geology/Soils Report 
Laboratory Test Report 
Dept. Correction Letter 
Geology/Soil Report 
Dept. Correction Letter 
Geology/Scil Report

94359-01 
IC 13023-1 
94359 
IC 13023-1 
80323-01 
IC 13023-1 
80323 
IC 13023-1 
SL13.1411 
54322-01 
DAC 200562 
54322
W.C. 200562

LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
Soil Labworks 
LADBS
Novus CeoConsuhants 
LADBS
Drew Associates Corp.

The Grading Division of the Department of Building and Safety has reviewed the referenced report 
dated March 23, 2017, that provide(s) recommendations for the proposed shrinking and bulking 
factors for the proposed grading.

AN EQUAL EMPLOvMENT OPPORTUNITY - AFFIRMATIVE ACTION EMPLOYERLADBS G-5 (Rev.09/20/2016)
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GEOLOGY AND SOILS REPORT APPROVAL LETTER

October 20,2016
LOG #94359-01 
SOILS/GEOLOGY FILE - 2 
LIQ/LAN

HHP Investments, L.P. 
P.O. Box 762 
Beverly Hills, CA 90213

TRACT:
BLOCK:
LOT(S):
LOCATION:

9745
1
3 (Arb 1)
10830 W. Chalon Road

CURRENT REFERENCE 
REPORT/LETTERf SI 
Geology/Soils Report

DATE(S) OF 
DOCUMENT

REPORT
PREPARED BYNo.

09/20/2016 Irvine GeotechnicalIC 13023-1

DAFE(S) OF 
DOCUMENT

PREVIOUS REFERENCE 
RFPORT/LEHERrS) 
Dept. Correction Report 
Geology/Soils Report 
Dept. Approval Letter 
Geology/Soils Report 
Dept. Correction Letter 
Geology/Soils Report 
Laboratory Test Report 
Dept. Correction Letter 
Geology/Soil Report 
Dept. Correction Letter 
Geology/Soil Report

REPORT
PREPARED BYNo.

09/02/2016
06/20/2016
08/09/2013
06/24/2013
05/21/2013
04/05/2013
04/03/2013
01/03/2007
10/21/2006
08/09/2006
04/26/2006

LADBS
Irvine Geotechnical 
L/VDBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
Sort Labworks 
LADBS
Novus GeoConsultants 
LADBS
Drew Associates Corp.

94359 
IC 13023-1 
80323-01 
IC 13023-1 
80323 
IC 13023-1 
SL13.1411 
54322-01 
DAC 200562 
54322
W.0.200562

The Grading Division of the Department of Building and Safety has reviewed the referenced reports 
dated September 20,2016, and June 20,2016, that provi des recommendations for the proposed new 
3 level single family residence ( i nain level with garage, and two lower partially subterranean levels), 
swimming pool, and retaining walls ranging in height from 19 to 35 feet.

Previously, the Grading Division of the Department of Building and Safety had reviewed and 
approved (Log 80323-01, dated August 9,2013), the referenced reports dated June 24,2013, April 
5,2013, and April 3,2013, providing recommendations for the proposerl three-level residence (first

AN EQUAL EMPLOYMENT OPPORTUNITY - AFFIRMATIVE ACTION EMPLOYERLADBS G-5 (Rev. 06/25/2016)
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level garage over two-story residence), new swimming pool, and deck. The roof of the upper level 
will also act as a structural deck for parking of cars. The earth materials at the subsurface 
exploration locations consist of fill, alluvium, and colluvium soil overlying Modelo Formation shale, 
sandstone, and siltstone bedrock. The consultants recommend to support the proposed structures on 
conventional and drilled pile foundations bearing in competent bedrock. The existing fill, soil and 
alluvium are not recommended for foundation or slab support (see page 13 of the 04/05/2013 report). 
As an alterative, the existing alluvium is recommended to be removed to bedrock and then place 
compacted fill to support the proposed pool, deck and water feature (as shown on the cross sections 
A, B and C attached to the 06/24/2013 report.

The earth materials at the subsurface exploration locations consist of up to 4 feet of uncertified fill 
underlain by alluvium and colluvium up to 4 feet thick underlain by Modelo Formation sandstone, 
siltstone, and shale bedrock.

The consultants recommend to support the proposed structure^) on convennonal and/or dniled-pile 
foundations bearing on competent bedrock. Compacted fill may be used to support the lower terrace 
and pool strictures.

The site is located in a designated liquefaction hazard zone as shown on the “Seismic Hazard Zones” 
map issued by the State of California. The Liquefaction study included as a part of the reports 
demonstrate that the site does not possess a liquefaction potential. This satisfies the requirement of 
the 2014 Los Angeles City Building Code Section 1802.2.7.

The site is located in a designated seismically induced landslide hazard zone as shown on the 
“Seismic Hazard Zones” map issued by the State of California. The above reports include an 
acceptable seismic slope stability analysis and the requirements of the 2014 City of Los Angeles 
Building Code, have been satisfied.

The referenced reports dated September 20,2016, and June 20,2016, are acceptable, provided the 
following conditions are complied with during site development:

(Note: Numbers in parenthesis () refer to applicable sections of the 2014 City of LA Building Code. 
P/BC numbers refer the applicable Information Bulletin. Information Bulletins can he accessed on 
the internet at I,ADBS.ORG.)

Conformance with the Zoning Code Section 12.21 C8, which limits the heights and number 
of retaining walls, will be determined during structural plan check.

1.

All existing fill slopes steeper than 2(H):1(V) or fill slopes above the proposed retamings 
depicted on Section C-C’ shall be trimmed to 2(H): 1(V) or Hatter, as lecommended.

2.

All existing alluvium, located at the toe of slope, shall be removed and replaced with 
engineered certified compacted fill, as recommended.

3.

The geoiogi si and soils engineer shall review and approve the detailed plans prior to issuance 
of any permits. This approval shall be by signature on the plans that clearly indicates the 
geologist and soils engineer have reviewed the plans prepared by the design engineer and that 
the plans include the recommendations contained in them reports. (7006.1)

4.
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All recommendations of the report(s) that are in addition to or more restrictive than the 
conditions contained herein shall be incorporated into the plans.

5.

A copy of the subject and appropriate referenced reports and this approval letter shall be 
attached to the District Office and field set of plans. Submit one copy of the above reports 
to the Building Department Plan Checker prior to issuance of the permit. (7006.1)

6.

A grading permit shall be obtained for all structural fill and retaining wall backfill. (106.1.2)7.

All man-made fill shall be compacted to ammnnum 90 percent of the maximum dry density 
of the fill material per the latest version of ASTM D. 1557. Where cohesionless soil having 
less than 15 percent finer than 0.005 millimeters is used for fill, it shall be compacted to a 
minimum of 95 percent relative compaction based on maximum dry density (D1556). 
Placement of gravel in lieu of compacted fill is allowed only if complying with Section 
91.7011.3 of the Code. (7011.3)

8.

Existing uncertified fill shall not be used for support of footings, concrete slabs or new fill. 
(1809.2, 7011.3)

9.

Drainage in conformance with the provisions of the Code shall be maintained during and 
subsequent to construction. (7013.12)

10.

Grading shall be scheduled for completion prior to the start of the rainy season, or detailed 
temporary erosion control plans shall be filed in a manner satisfactory to the Gradiag 
Division of the Department and the Department of Public Works, Bureau of Engineering, B- 
Permit Section, for any grading work in excess of200 cu yd. (7007.1)

1828 Sawtelle Blvd., 3rd Floor, West LA (310) 575-8388

11

All loose foundation excavation material shall be removed prior to commencement of 
framing. Slopes disturbed by construction activities shall be restored. (7005.3)

12.

The applicant is advised that the approval of this report does not waive the requirements for 
excavations contained in the State Construction Safety Orders enforced by the State Division 
of Industrial Safety. (3301.1)

13.

The soils engineer shall review and approve the shoring plans prior to issuance of the permit. 
(3307.3.2)

14.

Prior to the issuance of the permits, the soiis engineer and the structural designer shall 
evaluate all applicable surcharge loads for the design of the retain mg walls and shoring.

15.

Unsurcharged temporary excavations exposing fill or soil shall be trimmed back at a gradient 
not exceeding 1(H):1(V), as recommended.

16.

Unsurcharged temporary excavations over 7 feet exposing bedrock shall be trimmed back 
at a gradient not exceeding 1(H): 1(V), as recommended.

17.

South to southeast facing excavations could unsupport bedding in the down dip direction. 
Bedding planes shall be supported by shoring or trimmed along the lowest unsupported

18.
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bedding plane (22 to 40 degrees), as recommended.

19. Temporary shoring supporting fill, soil, or bedrock shall be designed for a minimum EFP of 
30 PCF; Temporary shoring located along the north side of the project that supports south 
dipping bedding, shall be designed for an EFP of 55 pcf; all surcharge loads shall be included 
into the design, as recommended.

20. Shoring shall be designed for a maximum lateral deflection of A. inch, as recommended

A shoring monitoring program shall be implemented to the satisfaction of the soils engineer.21.

The installation and testing of tie-back anchors shall comply with the recommendations 
included in the report or tire standard sheers tilled “Requirement for Tie-back Earth 
Anchors”, whatever is more restrictive. (Research Report #23835)

22.

Proposed dead man shoring restraints shall be utilized as recommended on page 27 of the 
June 20,2016, referenced report.

23.

All foundations shall derive entire support from competent bedrock or properly placed fill, 
as recommended and approved by the geologist and soils engineer by inspection.

24.

Proposed friction piles, a minimum of 24 inches in diameter, shall be founded a minimum 
of 8 feet into competent bedrock, as recommended.

25.

Foundations adjacent to a descending slope steeper than 3:1 (H:V) in gradient shall be a 
minimum distance of one-third the vertical height of the slope but need not exceed 40 feet 
measured horizontally from the footing bottom to the face of the slope (1808.7.2).

26.

Buildings adjacent to ascending slopes steeper than 3:1 (H:V) in gradient shall be set back 
from the toe of the slope a level distance equal to one-half the vertical height of the slope, 
but need not exceed 15 feet (1808.7.1)

27.

Pile caisson and/or isolated foundation ties are required by Code Sections 1809.13 and/or 
1810.3.13. Exceptions and modification to this requirement are provided in Information 
Bulletin P/BC 2014-030.

28.

‘ 29. Pile and^r caisson shafts shall be designed for a lateral load of 1000 pounds per linear foot 
of shaft exposed to fill, soil and weathered bedrock. (P/BC 2014-050)

When water over 3 inches in depth is present in drilled pile holes, a concrete mix with a 
strength of 1000 p.si. over the design p.s.i. shall be trended from the bottom up; an 
admixture that redu ces the problem of segregation of paste/agg.-egates and dilution of paste 
shall be included. (1808.8.3)

30.

Existing uncertified fill shall not be used for lateral support of deep foundation. (1810.2.1)31

Slabs placed on approved compacted fill or competent bedrock shall be at least 4 inches thick 
and shall be reinforced with '/2-inch diameter (#4) reinforcing bars spaced maximum of 16 
inches on center each way. Vapor barriers shall be utilized as lecommended.

32.
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The seismic design shall be based on a Site Class C as recommended. All other seismic 
design parameters shall be reviewed by LADBS building plan check.

33.

34. Retaining walls up to 20 feet in heighi shall be designed for a minimum EFP as specified on 
pages 20 and 21 of the June 20, 2016, referenced report. All surcharge loads shall be 
incorporated into the design.

Retaining walls higher than 6 feet shall be designed for lateral earth pressure due to 
earthquake motions as specified on page 22 of the June 22, 2016, referenced report 
(1803.5.12).

35.

36 Retaining walls at the base of ascending slopes shall be provided with a minimum freeboard 
of 12 inches, as recommended.

The recommended equivalent fluid pressure (EFP) for the proposed retaining wall shall apply 
from the top of the freeboard to th e bottom of the wall footing.

37.

All retaining walls shall be provided with a standard surface backdrain system and all 
dra inage shall be conducted to the street in an acceptable manner and l a a non-erosive device. 
(7013.11)

38.

With the exception of retaining walls designed for hydrostatic pressure, all retaining walls 
shall be provided with a subdrain system to prevent possible hydrostatic pressure behind the 
wall. Prior to issuance of any permit, the retaining wall subdraiu system recommended in 
the soil report shall be incorporated into the foundation plan which shall be reviewed and 
approved by the soils engineer of record. (1805.4)

39

Installation of the sub dram system shall be inspected and approved by the soils engineer of 
record and the City grading/building inspector. (108.9)

40.

Basement walls and floors shail be waterproofed/damp-proofed with an L.A.. City approved 
“Below-gtade” waterprcofmg/damo-proofmg mate-ial with a research report number 
(104.2.6)

41.

Prefabricated drainage composites (MiradraLi) (Geotexliles) may be only used in addition 
tc traditionally accepted methods of draining retained earth.

42.

The proposed swimming pool shall be designed for a freestanding condition. (1808.7.3)43.

Pool deck drainage shall be collected and conducted to an approved location via a non- 
erosive device. (7013.10)

44.

Pools adjacent to ascending slopes shall be set back from the toe of the slope a level distance 
equal to one-fourth the vertical height of the slope, but need not exceed 7.5 feet (1808.7.3).

45.

Pool foundations adjacent to a descending slope steeper than 3H:1V in gradient shall be a 
minimum distance of one-sixth the vertical height of the slope but need not exceed 20 feet 
measured horizontally from the footing bottom to the face of the slope (1808.7.3)

46.
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All roof and pad drainage shall be conducted to the street in an acceptable manner; water 
shall not be dispersed on to descending slopes without specific approval from the Grading 
Division and the consulting geologist and soils engineer, (7013.10)

47.

48. An on-site storm water infiltration system at the subject site shall not be implemented, as 
recommended.

All concentrated drainage shall be conducted in an approved device and disposed of in a 
manner approved by the LADBS. (7013,10)

49.

Sprinkler plans for irrigation shall be submitted and approved by the Mechanical Plan Check 
Section (7012.3.1),

50.

Any recommendations prepared by the geologist and/or the soils engineer for correction of 
geological hazards found during grading shall be submitted to the Grading Division of the 
Department for approval prior to utilization in the field. (7008.2, 7008.3)

51.

The geologist and soils engineer shall inspect all excavations to determine that conditions 
anticipated in the report have been encountered and to provide recommendations for the 
correction of hazards found during grading. (7008 & 1705.6)

52.

All friction pile or caisson drilling and installation shall be performed under the inspection 
and approval of the geologist and soils engiueer. The geologist shail indicate the distance 
that friction piles or caissons penetrate into competent bedrock in a written field 
memorandum. (1803.5.5, 1704.9)

53.

Prior to the pouring of concrete, a representative of the consulting soils engineer shal 1 inspect 
and approve the footing excavations. He/She shall post a notice on the job site for the 
LADBS Building Inspector and the Contractor stating that the work so inspected meets the 
conditions of the report, but that no concrete shall be poured until the City Building Inspector 
has also inspected and approved the footing excavations. A written certification to this effect 
shall be filed with the Grading Division of the Department upon completion of the work. 
(108.9 & 7008.2)

54.

Prior to excavation, an initial inspection shall be called with LADBS Inspector at which ume 
sequence of construction, shoring, pile installation, protection fences and dust and traffic 
control will be scheduled. (108.9.1)

55.

Installation of shoring and/or pile installation shall be performed undei the inspection and 
approval of the soils engineer and deputy grading inspector (1705,6)

56.

Prior to the placing of compacted fill, a representative of the soils engineer shall inspect and 
approve the bottom excavations. He/She shall post a notice on the job site for the City 
Grading Inspector and the Contractor staving that the soil inspected meets the conditions of 
the report, but that no fill shall be placed until the LADBS Grading Inspector has also 
inspected and approved the bottom excavations A written certification to this effect shall 
be included in the final compaction report filed with the Grading Division of the Department. 
All fill shall be placed under the inspection and approval of the soils engineer. A compaction

57.
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report together with the approved soil report and Department approval letter shall be 
submitted to the Grading Division of the Department upon completion of the compaction. 
In addition, an Engineer’s Cert ificate of Compliance with the legal description as indicated 
in the grading permit and the permit number shall be included. (7011.3;

No foundations or slabs shall be poured until tire compaction report is submitted and 
approved by the Grading Division of the Department.

58.

V-
SON C^tMGLIU

Geotechnical Engineer I
JEFFREY T. 
Engineering Geologist I

Log No. 94359-01 
213-482-0480

Manuelian Architects, Applicant 
Irvine Geolechnical, Project Consultant 
WL District Gffice

cc:



IRVINE
September 20, 2016 
IC 13023-1

GEOTECHNICAL Inc

HHP Investments LP 
P.O. Box 762 
Beverly Hills, CA 90213

Subject

Addendum Geologic and Soils Engineering Exploration Update Report
Proposed Residence and Pool
Proposed Residence & Pool
Lot 3, Block 1, Arb.l, Tract 9745
10830 Chalon Road
Bel Air, California

References: Reports by Irvine Geotechnical, Inc.:

Geologic and Soils Engineering Exploration Report, Proposed Residence, Lot 3, Block 
1, Arb. 1, Tract 9745, 10830 Chalon Road, Bet Air, California, dated April 5, 2013; 
Addendum Geologic and Soils Engineering Exploration Report, Proposed Residence, 
Lot 3, Block 1, Arb. 1, Tract 9745, 10830 Chalon Road, Los Angles, California, 
dated June 24, 2013;
Supplemental Geologic and Soils Engineering Exploration Report, Proposed 
Residence and Pool, Lot 3, Block 1, Arb. 1, Tract 9745, 10830 Chalon Road, Los 
Angles, California, dated June 24, 2013; and
Geologic and Soils Engineering Exploration Update, Proposed Residence and Pool, 
Lot 3, Block 1, Arb. 1, Tract 9745, 10830 Chalon Road, Bel Air, California, dated 
June 20, 2016;

City of Los Angeles Department of Building and Safety, Grading Division:

Geology and Soils Report Approval Letter, Log # 80233-01, dated August 9, 2013 
Geology and Soils Report Correction Letter, Log #94359, dated September 2, 2016

145 N. Sierra Madre Blvd., Suite #1 4 Pasadena 4 California 4 91107 4 Phone: 626-844-6641/Fax: 626-604-0394



September 20, 2016 
IC 13023-1 
Page 2

Dear Gentle Persons;

Irvine Geotechnical has prepared this addendum report to provide additional geotechnical 
recommendations to the Grading Division for the design and construction of the proposed 
project. This addendum report follows consultation with the architect Responses to the 
four items of the Grading Division review letter are provided oelow. A copy of the September 
2, 2016 Department rev:ew letter is appended to this report for reference

Item 1 - The currently proposed project is generally similar to what was previously 
presented to the Department and approved. The development footprint is a 
little smaller and the residence was shifted away from Chalon Road. The 
depths of basements and associated retained excavations are similar to 
previous project. All of the existing structures and culture are to be removea 
and ^placed with engineered structures and/or graded s'opes.

Item 2 The strike of bedding generally diverges from the direction of the geotechnical 
gross sections between 28 and 50 degrees Thus, the apparent dip of 
bedding projected into the sections is flatter than the true dip by a few 
degrees to more than 15 degrees. The cross sections have been revised to 
show an average apparent dip into the slope.

Item 3 - Where existing slopes are proposed or are to remain between the street and 
the house, a coae-conforming setback is required. For Section C, the 
retaining wall for the house should extend above grade and be backfilled to 
create at least a 7-foot wide level bench. Remaining fill slopes above the 
bench should be trimmed to 2:1 or flatter as shown on Section C.

Grading and shoring plans have not been prepared and await the conditional 
approval of the geologic and soils engineering report. Grading recommended 
to remove and recompact the alluvium is shown on Sections A through C. The 
section boundaries have been extended to show the property linos and edge 
of removals. The typical benching shown on the sections represents the 
depths and limits of removals. As shown on the sections, the alluvial removal 
is to be accomplished entirely within the property boundaries and without 
removing lateral support from property lines. The recommended limits and 
depths of grading are similar to what was previously recommended and 
approved by the Department-

Item 4 -

145 N. Sierra Madre Blvd., Suite #1 • Pasadena * California • 91107 * Phone: 625-844-6641/Fax: 625-604-0394
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Page 3

Irvine Geotechnical appreciates the opportunity to provide our service on this project. Any 
questions concerning the data or interpretation of this or the referenced repod: should be 
directed to the undersigned.

fc/'a

Ftespectfull Jjsubmitted,
liwie Geoc Uhnical, Inc.

J O GE 2891
Exp, 6-30-18 I*

LlI

Jbn j\. irt IneJ
\J/1691/G.E. 2891 _
R:\icprojectsl2Ci3 Projects\IC13023 HHP ChalonY eports\IC13023 HHP Chalon Report Update Addendum.wpd

Enc: Geology and Soils Report Correction Letter, Log #94359 dated Septemoer 2, 2016 
Sections A through C

(7) Addresseexc:

145 N. Sierra Madre Blvd., Suite #1 • Pasadena • California ■ 91107 • Phone: 626-844-6641/Fax: 626-604-0334
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PRESIDENT
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GEOLOGY AND SOILS REPORT CORRECTION LETTER

LOG # 94359
SOILS/GEOLOGY FILE - 2 
L1Q/LAN

September 2, 2016

HHP Investments, L.P. 
P.O. Box 762 
Beverly Hills, CA 90213

9745TRACT:
BLOCK:
LOT(S):
LOCATION:

1
3 (Arb 1)
10830 W. Chalon Road

DATE(S) OF 
DOCUMENT

CURRENT REFERENCE 
R EPORT/LETTER( S)

REPORT
PREPARED BYNo.
Irvine Geotechnical 
Soil Labworks, LLC 
Irvine Geotechnical

06/20/2016
04/03/2013
06/20/2016

Geology/Soils Report 
Soil Laboratory Report 
Oversized Document

IC 13023-1 
SL13.1411 
1C 13023-1

PREVIOUS REFERENCE 
REPORT/LETTERLSt 
Dept. Approval Letter 
Geology/Soils Report 
Dept. Correction Letter 
Geology/Soils Report 
Laboratory Test Report 
Dept. Correction Letter 
Geology/Soil Report 
Dept. Correction Letter 
Geology/Soil Report

REPORT DATE(S) OF 
DOCUMENTNo. PREPARED BY
08/09/2013
06/24/2013
05/21/2013
04/05/2013
04/03/2013
01/03/2007
10/21/2006
08/09/2006
04/26/2006

80323-01 
IC 13023-1 
80323 
IC 13023-1 
SL 13.1411 
54322-01 
DAC 200562 
54322
W.O.200562

LADBS
Irvine Geotechnical 
LADBS
Irvine Geotechnical 
Soil Labworks 
LADBS
Novus GeoConsultants 
LADBS
Drew Associates Corp.

The Grading Division of the Department of Building and Safety has reviewed the referenced report(s) that 
provide(s) recommendations for the proposed new 3 level single family residence (main level with garage, 
and two lower partially subterranean levels), and retaining walls ranging in height from 19 to 35 feet.

Previously, the Grading Division of the Department of Building and Safety reviewed and approved (Log # 
80323-01, dated August 9, 2013) the referenced reports dated June 24, 2013, April 5, 2013, and April 3, 
2013, for the proposed three-level residence (first level garage over two-story residence), new swimming 
pool, and deck.

The earth materials at the subsurface exploration locations consist of up to 4 feet of uncertified fill underlain 
by alluvium underlain by colluvium up to 4 feet thick underlain by Modelo Formation sandstone, siltstone, 
and shale bedrock. The consultants recommend to support the proposed residence on conventional and/or 
drilled-pile foundations bearing on competent bedrock. The consultants recommend to remove and replace

AN EQUAL EMPLOYMENT OPPORTUNITY - AFFIRMATIVE ACTION EMPLOYERLADBS G-5 (Rev. 06/25/2016)
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the existing alluvial soils with properly compacted fill for support of the lower terrace and pool structures.

The site is located in a designated liquefaction hazard zone and is located in a designated seismically induced 
landslide hazard zone as shown on the “Seismic Hazard Zones” map issued by the State of California.

The review of the subject report dated June 20, 2016, can not be completed at this time and will be continued 
upon submittal of an addendum to the report which shall include, but not be limited to, the following:

(Note: Numbers in parenthesis ( ) refer to applicable sections of the 2014 City of LA Building Code. P/BC 
numbers refer the applicable Information Bulletin. Information Bulletins can be accessed on the internet at 
LADBS.ORG.)

Please provide a summary of the main revisions/modifications from the previous approved project 
in 2013, and the currently proposed project.

1.

Apparent dips measured on the geologic cross sections taken from true dips measured from bedding 
attitudes in the bedrock appear to be dipping into slope. The consultants depict the bedding attitudes 
as horizontal in all three cross sections. Revise the geoiogic cross sections to reflect the into slope 
dip direction.

2

Clarify and depict the proposed grade between the property line along Chalon Road and the proposed 
residence in cross section C, and clearly show the building setback from the ascending slope

j.

Revise the plans and cross sections to show the extent of the proposed limits of removal of the 
alluvium and recompaction. Show all property lines, and in the event removal of lateral support from 
adjacent properties/public right-of-way occurs, provide supplemental recommendations.

4

The project engineering geologist and soils engineer shall prepare a report containing the corrections 
indicated in this letter. The report shall be in the form of an itemized response. It is recommended that once 
all correction items have been addressed in a response report, to contact the report review engineer and/or 
geologist to schedule a verification appointment to demonstrate compliance with all the corrections. Do not 
schedule an appointment until all corrections have been addressed. Bring three copies of the response report, 
including one unbound wet-signed original foi microfilming in the event that rhe report is found to be 
acceptable.

immY7A
<n*7
JEFFREY T. WILSON 
Engineering Geologist I

J. ADOLFO AQOSTA 
Geotechnical Luigineer 11

Log No. 94359 
213 482-0480

Manuelian Architects, Applicant 
Irvine Geotechnical, Project Consultant 
WL District Office

cc:
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Permit #:
Plan Check#: B07V.N07570 
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Plan Check at Counter 
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OtyofLos Angeles Department of Building and Safety
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$1,050.50 
£273.13 
$273.13 
f! 56.57 
SI6.00 
334.97 

Slu4.96 
763.03 

55.00

BUILDING PERfUT-REL 
ELECTRICAL =€Rt1IT RES 
ELUNBlfG PERPtr RES 
HTGrSEF PUT ./EE 
El RESIDENTIAL 
ONE STOP SURCH 
SYSTOIS DEVT FEE 
CITY PLANNING SLftCH 
1ISCELLANE0UE-

it. pBO'fCTV«i.ir.Tip»aiHEeiupnRM.iii'^ Kmi Ft,i'r
Permit Valuation: 5J60 COO PC Valuation:

FINAL TOTAL Bldu-Addition
Permit Fee Subtotal HIde-Addilion
Enerev Surcfc-EC
Elec m eal
HVAC
Plumbina
Plan Cheek Subtotal Bldc-Addition
Fire Hydrant Refusc-Tu-Pav
G.O- Instrumentation
O.S. Surcharge
S\s. Surcharac
Plor.ninESureharRe
Planning SurehnrEC Misc Fee

Sewer Cap ID:

0.001.957.31 Permit Issuing Fee 
1 050-50

WGEIES
UNANCL.

HY0 RaftlJHJNHCE: THE CITY OF LOS

PROJECT *N THIS Pfflhm ( «« -f(RE

:S^E iN TO * W MATED

ifi§§§l58s£
!wU. Ad NU MBER 8 SHALll NOT APPLY fO 
PERMIT for 0£MOUTION OF A BU IDINCI .

FlH27113 
136.57 
273 13

0.00
Total Due. 
Credit Cards

*1r957.31 
fir 157.311690

34.99
104.96 •37VN 22039
63.03

THIS5.00
WY.Total

U..STI srHsirvre

Plot Plan
*PO7Q142OOOO041O2FN*

P070142000004102FN

http://www.Udhs.org


K Nn m trie n«S lure ra eat dal* I* fie format "number/nafnbtr” laipiic* “ckiOgein ftnauic vahi«7 tml maliusf eamrricvikt*'*)

(P) Foundation - Continuous Footing 
(?) Roof Construction - Wood Fiarnc/Sheathin*
(P) Wall Construction - Wood Stud

07014 - 20000 - 04102
fi»> Floor Area IZC): +98 Soft / Sqft
{P)HemhlfZQ; 0 Feet/ Feel
fP) Length: +5 Feet I Feet
(P) Stories: 0 Stories / Stories
(?) Width: 0 Feet / Feci
(?) R3 Gee. Croup: +9S Sqft / Safi
(P> Ul Occ. Croup: 0 Soft /Sqft
(P) Parking Req'd for Bldg fAuio+Bicvclc): 0 Stalls / Sia
(P) Type V-N Construction
(P) Floor Construction - Concrete Slab on Grade

In the event that any box {i.e. 1*16) is filled to capacity, it 
is possible that additional mfomaiton has been captured 
electronically and ccuM not be printed due to space 
restrictfons. Nevertheless, the rnfomntion primed 
exceeds that required by Section 19825 of the Health and 
Safety Code of the State of California.

Approved Seismic Gas Shut-Off Valve may be required. ***«

Hit

Aonwess
8924 Lind Wade Street, 
3984 Tarrybrae Terrace, 
2932 Witshtre Blvd r/208.

CU^ MCMSEg 
C20505 

9 681686
C5I8I2

PHONE*

Culver City, CA 90232 
Taraiu. CA 91356 
Santa Monica, CA 90403

(A) Tcigcr, Douglas Haupl
fC) Stevens Mark Consmiciton Co Inc
(E) Sadjadi. Abdtilrtza

PERMIT EXPI RATION/REFUNDS: This permit expires two yean after the date of the permit issuance. This permit will also expire if eta cans miction work is performed for a continuous 
period or 180 days (Sec. 98.0602 LAMC). Claims for refund of fees paid must be filed within one year from the dale ofexpiration for permits gmntedhy LADBS (Sec. 22.12 <& 22,13 
LAMC). The permittee nny be entitled to reimbursement of permit fees if she Department fails to conduct an inspection within 60 days of receiving a request for final inspection (HS J79SI),

IT. LICENSED CONTRACTOR'S DECLARATION
1 hereby affirm uxlcr penalty ofpojiuy that 1 am licensed under the provisions of Chapter 9 (commencing with Section 7000) of Divisions of the Business and Professions Code, and 
my license is in full force and died. The following applies to B contractors only. I understand die limitations of Section 7057 of the Business and Professional Code related to my 
ability to lake prime contracts or subcontracts involving specialty trades.

Lie. No.: 681686 STEVENS MARK CONSTRUCTION CO INCLicense Class: Contactor,.

19. WORKERS’ COMPENSATION DECLARATION
f hereby affirm, under penalty of pcijuiy, one of the following declarations:

( ) | have and will maintain a certificate of consent to self insure for workers’ ctmEpensarfon, is provided for by Section 3700 of the Labor Code, for the perforrmnee of the work for
which this permit is issued.

(_J l have and will maintain workers’ compensation insurance, as required by Section 3700 of the Labor Code, for the performance of the work for which this permit is issued. My 
workers’ compensation insurance carrier and policy number arc:

Canicn State Comp. Ins. Fund 046TJQ12519Policy Number.

(__) j certify that m ifa performance of the work for which this permit is issued, I .dull r,ot nrploy any person m any manner so as ta become subject to the workers’ eoirpc-.-iaticm
laws of California, and agree that tTl should become subject to the workers' compensation provisions of Section 3700 or tlic Labor Code, I shall forthwith con^ly with those 
provisions.

WARNING; FAILURE TO SECURE WORKERS' COMPENSATION COVERAGE IS UNLAWFUL, AND SHALL SUBJECT AN EMPLOYER TO CRIMINAL PENALTIES 
AND CIVIL FINES UP TO ONE HUNDRED THOUSAND DOLLARS (S IK),000), IN ADDITION TO THE COST OF COMPENSATION. DAMAGES AS PROVIDED FOR 
IN SECTION 3766 OF THE LABOR CODE. INTEREST. AND ATTORNEY'S FEES._________________________________________________________________________________

19. ASBESTOS REMOVAL DECLARATION / LEAD HAZARD WARNING 
| certify that notification of asbestos removal is either no! applicable cr has been lobmiiled lo the AQMD or EPA 
(909) 396-2336 arid ihs notification format www aamd-gov. Lead 5afo construction practices are required when doing repairs that disturb pain! in pre-197S buildings due to the presence of feud per 
sectwo 6716 and 6717 of the Labor Code. Information is avanWe at Health Services for LA County at (S00) 524-5323 or titc State of California at (SOO) 597-5323 or w>vw.dhs ,ca. t»o v/cfr j |d ka rL

perr«iEan I9S27.5 of tlx; Health aod Safety Code. Information is available it

2D. CONSTRUCTION LENDING AGENCY DECLARATION
I hereby affirm under penalty of perjury that there is a construction lending agency for the performance of the work for which this petmi is issued (Sec. 3097, Civil Code),

Lender's address; _____________________________________________________Lendci's nan* (if any);

21, FINAL DECLARATION

| certify that t have read this application INCLUDING THE ABOVE DECLARATIONS and sate that the above information INCLUDING THE ABOVE DECLARATIONS is correct I agree lo 
comply with all diy and county ordinances and slate laws relating lo building construction, and hereby authorize representatives of the city la enter upon the above-mentioned property for inspection 
purposes. 1 realize that this permit is an application for inspect ran and that it does nor approve or authorize the wmk specified herein, end it does not authorize or permit any violation or failure to 
comply with any applicable law. Furthermore, neither the City of Us Angeles nor any board, department officer, or employee thereof, make any warranty, nor shall be responsible for the 
performance or results or any work described herein, nor the condition Df the property nor the soil upon which such work is performed. I further affirm under penalty of perjury, Uut the proposed^ 
work will not destroy or unreasonably interfere with any access or utility easement belonging to others 3nd located on my properly, but in the cvettisuch work does destroy or unreasonably interfere 
With such casement, a substitute casementfe) satisfactory to the hakkrfe) of the casement vriH be provided (See. 91.0106.4 J.4 LAMC).__________________ _

By signing below, I certify that:
(I). I accept all the declarations above namely foe Licensed Contractor's Declaration, Wo 

Construction Lending Agency Declaration and Final Declaration: and 
{2) This pemat is berng obiaiMe

Compensation Declaration, Asbestos Removal Declaration f Lead Hazard Warning,

cm of the legal owner oLH4 prapswr

^ Q A mhorized AgentDate:Trim Name;
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PLOT PLAN ATTACHMENTINSPECTION DISTRICT: RS051COUNCIL DISTRICT: S

JkQ('M

Plan Check#: B07VN07570 
Initiating Office: VAN NUYS 

Printed on: 06/11/07

Bldg-Addition 
I or 2 Family Dweilmg 
Plan Check

City of Los Angeles - Department of Building and Safety

PLOT PLAN ATTACHMENT 14:29:28

i

Permit ADnlication it: 07014-20000-04102800 NTarcuto Way
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Font: A A A +/■ ff)800 N TARCUTO WAY

'r Adaress/Legal
SteAudrtis BOOK TARCUTO WAV
Bite Address I0B40W< HALON ROAD
;lp Coda eos??
PIN Nn.-ii'ji rr 14 1149 142
Lot/Parcet Arcd (Calculirlodl

pAGE 591 ■ GRID J7Thomas Brothors Grid
Assessor Pircsl No. (APN) 433902100?
Trad TR 11067
Man RofcfenCO M B 190-10/20
Block None
lot 2
Arb (Lot Cut Reference) None
Mag Sheet 141E-149

► Jurisdictional

► planning and Zoning

► Assessor

► Case Numbers

► Cilywide/Codrf Amendment Cases

► Additional

► Seismic Hazards

► Economic Development Areas

► Punlic Safety

Z I M A S
Sea roll Reports Resources News!
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