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PUBLIC WORKS - BUREAU OF ENGINEERING

The California Environmental Quality Act (CEQA) requires public agencies to adopt a reporting or 
monitoring program for the changes to the project that have been adopted to mitigate or avoid 
significant effects on the environment (Public Resources Code Section 21081.6). The program must 
be adopted by the public agency at the time findings are made regarding the project. The State 
CEQA Guidelines allow public agencies to choose whether its program will monitor mitigation, report 
on mitigation, or both (14 CCR Section 15097(c)). This mitigation monitoring program contains the 
elements required by CEQA for the Aliso Creek - Limekiln Creek Restoration Project. The lead 
agency under CEQA is the City of Los Angeles Department of Public Works, Bureau of Engineering 
(BOE).

Project Description

The project site is divided into the following four subareas:

• Area 1 - A portion of Vanalden Park, owned and maintained by the City of Los Angeles 
Department of Recreation and Parks (Recreation and Parks), which currently is an open 
space, will be developed with biofiltration basins, subsurface irrigation and an improved 
decomposed granite pathway. Existing park land will not be altered.

• Area 2 - Wilbur Debris Basin, owned and maintained by the Los Angeles County Flood Control 
District (LACFCD), will not be altered and is outside the project limits.

• Area 3 - An open space, owned by the City of Los Angeles, will be improved with biofiltration 
basins and subsurface irrigation.

• Area 4 - An open space, owned by the LACFCD, will be improved with biofiltration basins and 
subsurface irrigation.

The project will include the design and construction of stormwater BMPs to treat urban runoff and 
stormwater to reduce pollutants in flow from Aliso and Limekiln Creeks, which ultimately flows to the 
Los Angeles River. Proposed BMPs include in channel diversions, pump stations, pretreatment 
devices, subsurface piping, vegetated biofiltration basins and electrical and instrumentation 
equipment.

Urban runoff and stormwater from Aliso Creek, Limekiln Creek channels, and an existing 102-inch 
storm drain pipe will be diverted to pretreatment devices and pump stations located west of the Wilbur 
Debris Basin and southeast part of area 3. The partially treated water will then be conveyed to three 
biofiltration basins (Area 3, 4, and 1) located on the southeast, south, and west portions of the project 
area. As previously stated due to the pump limitations and the large drainage area relative to the 
available implementation space, the BMP footprints do not have sufficient capacity to divert and treat 
the 85th percentile, 24-hour storm event. For this reason, the BMP footprints will be designed to be 
built as large as possible to maximize the water quality benefits while meeting the allocated 
construction budget. As a result, the treated water and overflow is eventually redirected back to the 
channels that ultimately drain to Los Angeles River.

The BMPs would be designed to mimic natural hydrologic processes and minimize the amount of 
pollutants in the stormwater before it is discharged into the Los Angeles River.

The biofiltration basins will be made up of natural materials including native plants and engineered

Aliso Creek - Limekiln Creek Restoration Project Page 1 of 8 November 2016



MITIGATION MONITORING PROGRAM
PUBLIC WORKS - BUREAU OF ENGINEERING

soil media. The basins will capture and detain stormwater to allow it to be filtered through the soil 
media to remove particles and pollutants (see Figure 4 for examples). For this project, the proposed 
basins would have an approximate excavation depth of up to 5 feet and a ponding depth of one to 
two feet to detain and filter diverted dry and wet-weather runoff. Once the flow is filtered it is 
discharged back to the creek. The basins would be designed to preserve the natural look of the park. 
Interpretive signage would be included to inform users of the BMP multiple benefits.

Mitigation Measures

The mitigation measures described in the following pages are taken from the Initial Study/Mitigated 
Negative Declaration for this project. The measures are listed according to the phases of the Project 
during which action must occur to implement the mitigation measure: design, construction and 
operation.

Within each project phase, the following are identified for each mitigation measure:

(1) A brief description of the impact that is being mitigated (i.e., the objective of the mitigation),
A description of the mitigation measure,
The party who is responsible for the necessary implementing actions,
The necessary implementing action,
The party who is responsible for verifying that the necessary implementing action is taken, and 
The primary record documenting the necessary implementing action.

(2)
(3)
(4)
(5)
(6)

The mechanisms for verifying that mitigation measures have been implemented include design 
drawings, construction documents intended for use by construction contractors and construction 
managers, field inspections, field reports, and other periodic or special reports. All records pertaining 
to this mitigation program will be maintained and made available for inspection by the public in 
accordance with the City’s records management systems.
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationMitigation Measure

CULT-1: A qualified cultural resources specialist 
shall monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine 
archaeological finds and evaluate and determine 
appropriate treatment for the resource in 
accordance with California PRC Section 
21083.20) and Section 106 of the NHPA. In 
addition, a qualified Native American monitor shall 
monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine potential 
Native American cultural materials. In the event 
Native American cultural material is encountered 
within the project site, further consultation with 
interested Native American parties should be 
conducted to apprise them of any such findings 
and solicit any comments they may have 
regarding appropriate treatment and disposition of 
the resources.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

CULT - 2: In the event that paleontological 
resources are encountered during construction 
activities, all work shall cease within the vicinity of 
the find until the paleontological resources are 
properly assessed and subsequent 
recommendations are determined by a qualified 
paleontologist.

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications

CULT-3: In accordance with Section 7050.5 of 
the California Health and Safety Code, if human 
remains are found during construction activities, 
the Los Angeles County Coroner shall be notified

Project Engineer Project Plans & 
Specifications

Project Manager Project Plans & 
Specifications
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DESIGN PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationMitigation Measure

within 24 hours of the discovery. No further 
excavation or disturbance of the site or any nearby 
area reasonably suspected to overlie adjacent 
remains shall occur until the County Coroner has 
determined, within two working days of notification 
of the discovery, the appropriate treatment and 
disposition of the human remains. If the County 
Coroner determines that the remains are or 
believed to be Native American, s/he shall notify 
the Native American Heritage Commission 
(NAHC) in Sacramento within 24 hours. In 
accordance with Section 5097.98 of the California 
Public Resources Code, the NAHC must 
immediately notify those persons it believes to be 
the most likely descended from the deceased 
Native American. The descendants shall 
complete their inspection within 48 hours of being 
granted access to the site. The designated Native 
American representative would then determine, in 
consultation with the property owner, the 
disposition of the human remains. Work may be 
resumed at the landowner’s discretion, but will 
only commence after consultation and treatment 
have been concluded. Work may continue on 
other parts of the project while consultation and 
treatment are conducted.
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

Potential to impact 
unknown 
archeological 
resources. Measure 
addresses potential 
impacts to 
archeological 
resources on site.

CULT-1: A qualified cultural resources specialist 
shall monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine 
archaeological finds and evaluate and determine 
appropriate treatment for the resource in 
accordance with California PRC Section 
21083.2(i) and Section 106 of the NHPA. In 
addition, a qualified Native American monitor shall 
monitor ground-disturbing activities from the 
surface to at least the base of younger Quaternary 
alluvium. This monitor must have the authority to 
divert work to quickly and safely examine potential 
Native American cultural materials. In the event 
Native American cultural material is encountered 
within the project site, further consultation with 
interested Native American parties should be 
conducted to apprise them of any such findings 
and solicit any comments they may have 
regarding appropriate treatment and disposition of 
the resources.

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
EMG approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 

to the BOE 
EMG, South 

Central Coastal 
Information 

Center (SCCIC), 
and, if

applicable, a 
BOE-approved 

repository/ 
museum.

Potential to impact 
unknown 
archeological 
resources. Measure 
addresses potential 
impacts to 
archeological 
resources on site.

CULT - 2: In the event that paleontological 
resources are encountered during construction 
activities, all work shall cease within the vicinity of 
the find until the paleontological resources are 
properly assessed and subsequent 
recommendations are determined by a qualified 
paleontologist.

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
EMG approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 

to the BOE 
EMG, South 

Central Coastal 
Information 

Center (SCCIC), 
and, if

applicable, a 
BOE-approved 

repository/ 
museum.
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

Potential to impact 
unknown presence of 
human remains. 
Measure addresses 
potential impacts to 
human remains.

CULT- 3: In accordance with Section 7050.5 of 
the California Health and Safety Code, if human 
remains are found during construction activities, 
the Los Angeles County Coroner shall be notified 
within 24 hours of the discovery. No further 
excavation or disturbance of the site or any nearby 
area reasonably suspected to overlie adjacent 
remains shall occur until the County Coroner has 
determined, within two working days of notification 
of the discovery, the appropriate treatment and 
disposition of the human remains. If the County 
Coroner determines that the remains are or 
believed to be Native American, s/he shall notify 
the Native American Heritage Commission 
(NAHC) in Sacramento within 24 hours. In 
accordance with Section 5097.98 of the California 
Public Resources Code, the NAHC must 
immediately notify those persons it believes to be 
the most likely descended from the deceased 
Native American. The descendants shall 
complete their inspection within 48 hours of being 
granted access to the site. The designated Native 
American representative would then determine, in 
consultation with the property owner, the 
disposition of the human remains. Work may be 
resumed at the landowner’s discretion, but will 
only commence after consultation and treatment 
have been concluded. Work may continue on 
other parts of the project while consultation and 
treatment are conducted.

Construction
Contractor

Specialty 
Contract or 
Subcontract 

(subject to BOE 
EMG approval)

Bureau of 
Contract 

Administration

Final Monitoring 
Report Submittal 
to the BOE EMG 

and the 
South Central 

Coastal 
Information 

Center (SCCIC)
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

NOISE
Potential to impact 
areas immediately 
adjacent to each of 
the construction sites. 
Measures address 
potential short-term 
construction impacts 
to noise sensitive 
receptors.

NOI-1: Construction equipment shall be properly 
maintained and equipped with mufflers and other 
suitable noise attenuation devices.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-2: Equipment shall be turned off when not in 
use for an excess of five minutes, except for 
equipment that required idling to maintain 
performance.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-3: The City shall locate stockpiling of 
materials and vehicle staging areas away from 
noise-sensitive receivers.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-4: The City shall establish a public liaison 
address public concerns about construction 
activities including noise issues. As needed, the 
liaison shall determine the cause of the concern 
(e.g. starting too early, bad muffler) and implement 
measures to address the concern.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-5: Construction contractors, inspectors, and 
supervisors shall be informed of project-specific 
noise requirements.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records

NOI-6: Prior to construction work, the public shall 
be notified of the anticipated location and dates of 
construction.

Construction
Contractor

Public Outreach Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records
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CONSTRUCTION PHASE
Implementation
Responsibility

Implementation
Vehicle

Enforcement
Responsibility

Record of
ImplementationImpact Mitigation Measure

NOI-7: Construction supervisors shall coordinate 
with the site administrator for institutional land 
uses, including the Wilkinson Multipurpose Senior 
Center. Coordination between the site 
administrators and the City shall continue on an 
as-needed basis while construction is occurring 
adjacent to these land uses to minimize potential 
disruption to the land uses.

Construction
Contractor

Construction
Contractor

Bureau of 
Contract 

Administration

Bureau of 
Contract 

Administration 
Records
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