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m.

The applicant shall be in conformance with the State of California,
Department of Transportation, policy regarding movements of reducible
loads.

All regulations set forth in the State of California Department of Motor
Vehicles pertaining to the hauling of earth shall be complied with.

“Truck Crossing” warning signs shall be placed 300 feet in advance of the
exit in each direction.

One flag person(s) shall be required at the job and dump sites to assist the
trucks in and out of the project area. Flag person(s) and warning signs shall
be in compliance with Part Il of the 1985 Edition of “Work Area Traffic
Control Handbook.”

The City of Los Angeles, Department of Transportation, telephone
213.485.2298, shall be notified 72 hours prior to beginning operations in
order to have temporary “No Parking” signs posted along the route.

Any desire to change the prescribed routes must be approved by the
concerned governmental agencies by contacting the Street Use Inspection
Division at 213.485.3711 before the change takes place.

The permittee shall notify the Street Use Inspection Division, 213.485.3711,
at least 72 hours prior to the beginning of hauling operations and shall also
notify the Division immediately upon completion of hauling operations.

A surety bond shall be posted in an amount satisfactory to the City Engineer
for maintenance of haul route streets. The forms for the bond will be issued
by the Valley District Engineering Office, 6262 Van Nuys Boulevard, Suite
251, Van Nuys, CA 91401. Further information regarding the bond may be
obtained by calling 818.374.5090.

OR

A surety bond shall be posted in an amount satisfactory to the City Engineer
for maintenance of haul route streets. The forms for the bond will be issued
by the West Los Angeles District Engineering Office, 1828 Sawtelle
Boulevard, 3“ Floor, Los Angeles, CA 90025. Furtherinformation regarding
the bond may be obtained by calling 310.575.8388.

OR

A surety bond shall be posted in an amount satisfactory to the City Engineer
for maintenance of haul route streets. The forms for the bond will be issued
by the Central District Engineering Office, 201 N. Figueroa Street, Room
770, Los Angeles, CA 90012. Further information regarding the bond may
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17.

be obtained by calling 213. 977.6039.
OR

A surety bond shall be posted in an amount satisfactory to the City Engineer
for maintenance of haul route streets. The forms for the bond will be issued
by the Harbor District Engineering Office, 638 S. Beacon Street, 4" Floor,
San Pedro, CA 90731. Further information regarding the bond may be
obtained by calling 310.732.4677.

Prior to recordation of the Final Map, the subdivider shall obtain a Coastal
Development Permit.

DEPARTMENT OF CITY PLANNING-ENVIRONMENTAL MITIGATION MEASURES

18.

19.

MM-1

MM-2

MM-3

MM-4

That prior to recordation of the final map the subdivider shall prepare and execute a
Covenant and Agreement (Planning Department General Form CP-6770 and
Exhibit CP-6770. M) in a manner satisfactory to the Planning Department requiring
the subdivider to identify (a) mitigation monitor(s) who shall provide periodic status
reports on the implementation of mitigation items required by Mitigation Condition
No(s). 14, 16, 19, 20 and C-4 of the Tract's approval satisfactory to the Advisory
Agency. The mitigation monitor(s) shall be identified as to their areas of
responsibility, and phase of intervention (pre-construction, construction,
postconstruction /maintenance) to ensure continued implementation of the above
mentioned mitigation items.

Prior to the recordation of the final map, the subdivider will prepare and execute a
Covenant and Agreement (Planning Department General Form CP-6770) in a
manner satisfactory to the Planning Department, binding the subdivider and all
successors to the following:

All open areas not used for buildings, driveways, parking areas, recreational
facilities or walks shall be attractively landscaped and maintained in accordance
with a landscape plan, including an automatic irrigation plan, prepared by a licensed
landscape architect to the satisfaction of the decision maker.

Outdoor lighting shall be designed and installed with shielding, so that the light
source can not bee seen from adjacent residential properties.

The project shall comply with the Uniform Building Code Chapter 18. Division1
Section1804.5 Liquefaction Potential and Soil Strength Loss which requires the
preparation of a geotechnical report. The geotechnical report shall assess potential
consequences of any liquefaction and soil strength loss, estimation of settlement,
lateral movement or reduction in foundation soil-bearing capacity, and discuss
mitigation measures that may include building design consideration.

Building design considerations shall include, but are not limited to: ground
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MM-5

MM-6

MM-7

MM-8

MM-9

stabilization, selection of appropriate foundation type and depths, selection of
appropriate structural systems to accommodate anticipated displacements or any
combination of these measures.

Prior to the issuance of the demolition permit, the applicant shall provide a letter to
the Department of Building and Safety from a qualified asbestos abatement
consultant that no ACM are present in the building. If ACM are found to be present,
it will need to be abated in compliance with the South Coast Air Quality
Management District's Rule 1403 as well as all other state and federal rules and
regulations.

Project applicants are required to implement stormwater BMPs to retain or treat the
runoff from a storm event producing 3/4 inch of rainfall in a 24 hour period. The
design of structural BMPs shall be in accordance with the Development Best
Management Practices Handbook Part B Planning Activities. A signed certificate
from a California licensed civil engineer or licensed architect that the proposed
BMPs meet this numerical threshold standard is required.

Post development peak stormwater runoff discharge rates shall not exceed the
estimated pre-development rate for developments where the increase peak
stormwater discharge rate will result in increased potential for downstream erosion.

Concentrate or cluster development on portions of a site while leaving the remaining
land in a natural undisturbed condition.

Limit clearing and grading of native vegetation at the project site to the minimum
needed to build lots, allow access, and provide fire protection.

MM-10Maximize trees and other vegetation at each site by planning additional vegetation,

clustering tree areas, and promoting the use of native and/or drought tolerant
plants.

MM-11 Promote natural vegetation by using parking lot islands and other landscaped

areas.

MM-12 Preserve riparian areas and wetlands.

MM-13 Cut and fill slopes in designated hillside areas shall be planted and irrigated to

prevent erosion, reduce run-off velocities and to provide long-term stabilization of
soil. Plant materials include: grass, shrubs, vines, ground covers, and trees.

MM-14 Incorporate appropriate erosion control and drainage devices, such as interceptor

terraces, berms, vee-channels, and inlet and outlet structures, as specified by
Section 91.7013 of the Building Code. Protect outlets of culverts, conduits or
channels from erosion by discharge velocities by installing rock outlet protection.
Rock outlet protection is physical devise composed of rock, grouted riprap, or
concrete rubble placed at the outlet of a pipe. Install sediment traps below the pipe-



TENTATIVE TRACT NO. 63090 PAGE 10

outlet. Inspect, repair, and maintain the outlet protection after each significant rain.

MM-15 All storm drain inlets and catch basins within the project area must be stenciled with
prohibitive language (such as: “NO DUMPING - DRAINS TO OCEAN") and/or
graphical icons to discourage illegal dumping.

MM-16 Signs and prohibitive language and/or graphical icons, which prohibit illegal
dumping, must be posted at public access points along channels and creeks within
the project area.

MM-17 Legibility of stencils and signs must be maintained.

MM-18 Materials with the potential to contaminate stormwater must be: (1) placed in an
enclosure such as, but not limited to, a cabinet, shed, or similar structure that
prevents contact with runoff or spillage to the stormwater conveyance system; or (2)
protected by secondary containment structures such as berms, dikes, or curbs.

MM-19 The storage area must be paved and sufficiently impervious to contain leaks and
spills.

MM-20 The storage area must have a roof or awning to minimize collection of stormwater
within the secondary containment area.

MM-21 Trash container areas must have drainage from adjoining roofs and pavement
diverted around the area(s).

MM-22 Trash container areas must be screened or walled to prevent off-site transport of
trash.

MM-23 Reduce impervious land coverage of parking lot areas.
MM-24 Infiltrate runoff before it reaches the storm drain system.

MM-25 Runoff must be treated prior to release into the storm drain. Three types of
treatments are available, (1) dynamic flow separator; (2) a filtration or (3)
infiltration. Dynamic flow separator uses hydrodynamic force to remove debris, and
oil and grease, and are located underground. Filtration involves catch basins with
filter inserts. Filter inserts must be inspected every six months and after major
storms, cleaned at least twice a year. Infiltration methods are typically constructed
on-site and are determined by various factors such as soil types and groundwater
table.

MM-26 Any connection to the sanitary sewer must have authorization from the Bureau of
Sanitation.

MM-27 The owner(s) of the property will prepare and execute a covenant and agreement
(Planning Department General form CP-6770) satisfactory to the Planning
Department binding the owners to post construction maintenance on the structural
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BMPs in accordance with the Standard Urban Stormwater Mitigation Plan and or
per manufacturer’s instructions.

MM-28 Prescriptive methods detailing BMPs specific to this project category are available.

Applicants are encouraged to incorporate the prescriptive methods into the design
plans. These Prescriptive Methods can be obtained at the Public Counter or
downloaded from the City’s website at: www.lastormwater.org. (See Exhibit D).

MM-29 incorporate into the plans the design guidelines relative to security, semi-public and

private spaces, which may include but not be limited to access control to building,
secured parking facilities, walls/fences with key systems, well-illuminated public and
semi-public space designed with a minimum of dead space to eliminate areas

of concealment, location of toilet facilities or building entrances in high-foot traffic
areas, and provision of security guard patrol throughout the project site if needed.
Please refer to Design out Crime Guidelines: Crime Prevention Through
Environmental Design published by the Los Angeles Police Department’s Crime
Prevention Section (located at Parker Center, 150 N. Los Angeles Street, Room
818, Los Angeles, (213) 485-3134. These measures shall be approved by the
Police Department prior to the issuance of building permits.

MM-30 The applicant shall pay school fees to the Los Angeles Unified School District to

20.

CM-1.

offset the impact of additional student enroliment at schools serving the project
area.

Construction Mitigation Conditions - Prior to the issuance of a grading or building
permit, or the recordation of the final map, the subdivider shall prepare and execute
a Covenant and Agreement (Planning Department General Form CP-6770) in a
manner satisfactory to the Planning Department, binding the subdivider and all
successors to the following:

That a sign be required on site clearly stating a contact/complaint telephone number
that provides contact to a live voice, not a recording or voice mail, during all hours of
construction, the construction site address, and the tract map number. YOU ARE
REQUIRED TO POST THE SIGN 7 DAYS BEFORE CONSTRUCTION IS TO
BEGIN.

. Locate the sign in a conspicuous place on the subject site or structure
(if developed) so that it can be easily read by the public. The sign
must be sturdily attached to a wooden post if it will be free-standing.

) Regardiess of who posts the site, it is always the responsibility of the
applicant to assure that the notice is firmly attached, legible, and
remains in that condition throughout the entire construction period.

. If the case involves more than one street frontage, post a sign on
each street frontage involved. If a site exceeds five (5) acres in size,
a separate notice of posting will be required for each five (5) acres, or
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portion thereof. Each sign must be posted in a prominent location.

CM-2 All unpaved demolition and construction areas shall be wetted at least twice daily
during excavation and construction, and temporary dust covers shall be used to
reduce dust emissions and meet SCAQMD District Rule 403. Wetting could reduce
fugitive dust by as much as 50 percent.

CM-3 The owner or contractor shall keep the construction area sufficiently dampened to
control dust caused by construction and hauling, and at all times provide reasonable
control of dust caused by wind.

CM-4 All loads shall be secured by trimming, watering or other appropriate means to
prevent spillage and dust.

CM-5 All materials transported off-site shall be either sufficiently watered or securely
covered to prevent excessive amount of dust.

CM-6 All clearing,’ earth.moving, or excavation activities shall be discontinued during
periods of high winds (i.e., greater than 15 mph), so as to prevent excessive
amounts of dust.

CM-7 General contractors shall maintain and operate construction equipment so as to
minimize exhaust emissions.

CM-8 The project shall comply with the City of Los Angeles Noise Ordinance No. 144,331
and 161,574, and any subsequent ordinances, which prohibit the emission or
creation of noise beyond certain levels at adjacent uses unless technically
infeasible.

CM-9 Construction and demolition shall be restricted to the hours of 7:00 am to 6:00 pm
Monday through Friday, and 8:00 am to 6:00 pm on Saturday.

CM-10 Construction and demolition activities shall be scheduled so as to avoid operating
several pieces of equipment simultaneously, which causes high noise levels.

CM-11 The project contractor shall use power construction equipment with state-of-the-art
noise shielding and muffling devices.

CM-12 The project sponsor must comply with the Noise Insulation Standards of Title 24 of
the California Code Regulations, which insure an acceptable interior noise
environment.

CM-13 All waste shall be disposed of properly. Use appropriately labeled recycling bins to
recycle construction materials including: solvents, water-based paints, vehicle fluids,
broken asphalt and concrete, wood, and vegetation. Non recyclable
materials/wastes must be taken to an appropriate landfill. Toxic wastes must be
discarded at a licensed regulated disposal site.

CM-14 Leaks, drips and spills shall be cleaned up immediately to prevent contaminated soil




































